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The principal value of a study of reclamation procedures is to

aid-civil defense planners to estimate, before an attack, the :ffects of

various operational procedures in dealing with various forms of the threat,

and thus to develop contingency plans and standard operational procedures

which can be implemented expeditiously after an attack, conditioned by

measurements of the actual situation. Thus, the emphasis herein was on

identifying the important estimates required and developing computational

procedures for producing them, recognizing that situations will vary from

city-to-city as well as will the effort devoted to planning activities.

The approach to the problem was to study decontamination as

an activity over a large populated area., with the object of finding the

implications of the large operation for small areas. For small areas,

analytical and computational procedures were developed to handle detailed

factors such as structural shielding due to buildings, process programming,

and personnel scheduling. Results are available for a number of simple

examples to demonstrate the techniques that have been developed.



R'ESULTS AND RECOMMENDATIONS

rne following accomplishments were made in the research:

Simple techniques have been demonstrated in a local

q. result that a populated area of 700, 000 people exposed to

MT attack outside of the area can be restored in roughly

,tack. (Chapter IV)

2) Analysis was conducted of scheduling the entry of

operators into a radioactive field. Techniques similar to dynamic

programming were applied, with the result that for certain circumstances

specific optimal start times can be specified. (Chapter VII)

3) Computational procedures and computer programs have

been evolved for testing procedures in simulated environments. A

hypothetical case was considered to test the mathematics and the computer

program. (Chapter VI)

4) Substantial analysis was performed on the shielding

effect of structures in a target area. The following types of target areas

were analyzed:

a) Single building on flat plane

b) Residential complex

c) Plaza

d) Downtown city

A computer program is available for evaluating a complex

downtown city area. This can now be applied rather easily to abstracted

areas from the center of any major city. (Chapter VIII)
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The research program was slanted towards the development

of analytical and computational tools rather than the solution of some

special problems.

The following follow-on work is now in order, either as a

continuation of this research, or as a separate project:

1) Apply the computational tools to the analysis of a

variety of target areas of each type to develop

knowledge of variations and average effects of

structural shielding in target areas. This information

should be generalized.

2) Continue with analysis of several rpecified typical attack

situations, postulating in each case the effort required,

and applying available equipment to each situation.

3) Study the effect of equipment distribution in a populated

area. Postulate optimal placement of equipment and

optimal pre-fallout positioning.

4) Study the reclamation of specific places of high priority

such as power stations, water plants, and hospitals.

5) Examine the management - communication structure of

the reclamation system with the purpose of specifying

their requirements for efficient action of the reclamation

system.

6) Study numerically process ordering techniques applicable

to small areas in which structures appear.

-3-



7) Develop a simple method for scheduling the entry and

exit of operating personnel into and out of radioactive

areas.

The above-mentioned items are logical follow-ups for the

work already done. The long range objective is to provide methods of

putting together good reclamation systems. The remaining work should

follow the procedures set out in the present report, namely to have or

devel op a clear idea of a large unit system, and to postulate subsystems and

suboperations to fit in with the major unit.
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III. RESEARCH OBJECTIVES

INTRODUCTION

After a nuclear attack the intensity and duration of fallout in

many areas may necessitate extremely long stays in shelter for the general

population, unless the contaminant is removed. Considerable work has

already been done on the physical methods of decontamination. The immediate

purpose of the work reported herein is to extend knowledge on the operational

aspects of this problem. The ultimate objective of this work is to develop

sufficient knowledge for the design of optimum decontamination systems and

the determination of optimal decontamination procedures. Also it is to

help in assessing the equipment and facilities needed, on a nationwide basis,

to perform the job adequately after nuclear attack. Finally, the information

is to lead to a set of specific instructions to civil defense personnel in all.

localities on how to perform large scale decontamination after an attack.

THE DECONTAMINATION PROBLEM

Basically the decontamination problem stems from the following

factor s.

a) Radiation is harmful to humans, even in small

amounts.

b) A nuclear attack, especially a massive one, will

inundate the country with fallout so dangerous that

life will be in jeopardy for those who don't proceed

to shelter and stay there for long periods of time.

-5-
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c) There are no easy methods for removing or

neutralizing contaminants to the extent that it is

harmless.

These three points are only the beginning of the problem.

It is further complicated by the following factors:

a) There are not enough fallout shelters for everyone,

and those which are available are not uniformly

distributed according to population.

b) The weapon explosion will destroy many of the

shelters making them useless against fallout.

C) Very many people will be killed and injured as a

result of the bomb attack, making it necessary

for others to perform rescue work just when they

need to be in shelter.

d) The extreme sound and light of the weapon explosion

may drive masses of people out of their wits with the

result that they will run around aimlessly, rather

than to a safe place.

e) Many people will be away from their families at the

moment of attack. They will be motivated to rejoin

their families when their best move i3 to take

shelter. Even after they are in shelter they will

still want to join their families as soon as possible.

* Von Greyerz, Psychology of Survival
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f) The attack will have disruped the utilities; water, power

and gas will most certainly be off if the explosion has

occurred nearby. These utilities will be essential for

many people who have not prepared themselves for this

emergency. Consequently these utilities have to be

:estored somehow while fallout is still a serious danger.

g) Emergency facilities, particularly hospitals, fire

departments, and police will face unusual difficulty

because of the emergency. Their load is hard in peace

time. In an attack, therefore, people operating these

facilities cannot take cover; instead they will be on extra

duty. Something must be done to reduce the radiation

hazard where they need to operate.

h) Equipment for decontamination is in limited supply,

in addition personnel can operate this equipment for

limited periods of time (in intensely radioactive areas

time available .,,ay not be enough even to get started).

Hence plans must be available to put equipment and

opera,-ing personnel to best use.

These are the highlights of the problem. There are many

more detailed factors. In general there is an extremely complex and

painful conflict to resolve. Whatever way things will be done, many lives

and much property will be lost. It is very important, therefore to be

prepared to do the very best that can be done both in terms of selecting

the optimal combination of activities and adhering to an optimal schedule

so that losses wiil be minimized.



TECHNICAL BACKGROUND

Substantial research on decontamination methods has been

conducted by the U. S. Naval Radiological Defense Laboratory,

San Francisco, California and others, with the first experiments starting

in 1948. At first the research was concerned with the removal of simulated

contaminant by such obvious methods as street-sweeping and firehosing.

Later on the research was concerned with the decontamination of many types

of surfaces and numerous methods of removal. The total experimental

effect to date is sufficient for postulating specific plans for organized

decontamination of large postulated areas. There is, of course, more

refined work that can be done, but this can now be defined better by

highlighting the missing details after an attempt at optimizing decontamination

operations under a variety of operating conditions.

Briefly, previous work can be highlighted in the following

chronological order. (The list is not exhaustive.

Date of Report Type of Experimental Work

1948 Street sweeper and firehose on roofs and pavements

1948 Handsweeping and firehose on roofs and pavements

1952 Land and vehicle decontamination

1957 Decontamination effectiveness on pavements and

building surfaces

1957 Decontamination of land

1958 Evaluation of countermeasures and operational procedures

1959 Decontamination of land

Dry decontamination methods

1960 Wet decontamination methods

-8-



Date of Report Type of Experimental Work

1961 Roof washdown

1962 System plan for industrial complex

1962 System experiments on target complex containing

2-story apartment buildings

1962 Comprehensive report on up-to-date knowledge on

reclamation and radiological countermeasures by

Dr. C. F. Miller

This sequence follows the usual course of a research of this

importance. At first the idea of decontamination was tested on a moderate

scale. Success with those t xperiments led to more comprehensive

research. As the process progressed, decontamination systems were

envisaged and after careful research was conducted to find and choose

best methods of accomplishing reclamation, some tests were conducted

to observe how a complete system would indeed perform.

The present work is part of an effort to postulate optimal

systems and procedures to accomplish reclamation. The analysis is

heavily based on Dr. C. F. Miller's publication "Fallout and Radiological

Countermeasures".

BASIC KNOWLEDGE REQUIRED FOR ANALYTICAL WORK

The information required for the formulation of operational

plans is as follows:

1) Nature of post attack fallout situation, including

radiation intensity, the area involved and the effect

on the general public.
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2) Physical methods of combating fallout, includes all

countermeasure from sheltering to fallout removal.

3) Constraints within which fallout removal operations

can take place and criteria for selecting best

procedures.

4) Effects of environment on radiation intensity patterns

5) Effects of operational procedures on radiation patterns

(e. g. ordering of processes)

6) Effects of timing and scheduling of operations

7) Resources available for the synthesis of operational

facilities. This includes not only the existing

facilities, but the ability of various localities for

getting additional equipment

8) Priorities of some areas and facilities for

decontamination with respect to other areas.

9) Existing distribution (or feasible optimal

distribution) of resources

10) Effects of failure, of components essential to

operations, including the failure of utilities

11) Interactions with other post attack operations

Previous work already provides substantial knowledge for

items 1 and 2 and some information is available foi items 3 and 4; the

rest is relatively undefined.

-10-



I
PURPOSE AND SCOPE OF THIS RESEARCH

The original objective of the research was to translate available basic

information into operational plans for decontamination. However, after the

research got underway, it was learned that very much basic information

essential for operations research was still missing. Hence it became the

objective to contribute to the basic methods and information needed to prepare

the way for the accomplishment of the original objective. The work of this

report is oriented to deal especially with items 3, 4, 5 and 6 of the preceding

section. The accomplishments shown in the report are the following:

1) An example is given to show how simple techniques and

available knowledge can be applied to form a skeleton

plan for the decontamination of a city if the fallout situation

is given. Chapter IV

2) Some criteria are given for systems optimization. Chapter V

3) Techniques for modelling systems component operations

are discussed. Chapter V

4) An analytical treatment of scheduling for minimization of

dosage is presented. Chapter VII

5) Environmental effects (effects of complex structures) on

radiation fields is dealt with for a variety of target areas.

The emphasis is on the realization of computer methods

and computer programs. Examples are shown on what

can be done and the programs are now available for

general application. Chapter VIII

j
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IV. SIMPLE DECONTAMINATION SYSTEMS FOR LARGE

POPULATED AREAS

A BRIEF DESCRIPTION OF A DECONTAMINATION SYSTEM

Figure 1 represents the dominant components of a

decontamination system and their interrelationhips. Essentially,

there are four major components:

1) Civil Defense Emergency Operating Center

2) The Decontamination Machinery

3) The Target Area

4) The Operating Personnel

In Figure 1 the attack parameters are shown as the primary input information

to which the rest of the system responds. The fallout is shown as a function

of the attack, the weather and the terrain. The instrumentation of the system

transmits all this information to the Civil Defense Emergency Operating

Center, where it is used to predict the emergency situation and to plan for it.

The center is in control of public activities and over its countermeasure

facilities including the decontamination operations equipment and personnel.

The operating center's responsibility is to supervise reclamation operations

in such a way that the process moves along efficiently and rapidly while the

general public is kept in shelter. As areas become available for habitation,

the operating center allows rehabilitation, taking care that the general public

will not be overexposed. The reclamation ane rehabilitation process is

continued until the emergency is over.
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ASSUMPTIONS FOR SIMPLIFYING THE GENERAL DECONTAMINATION

PROBLEM

It is obvious that an analysis which treats the problem in all

its complexity is too difficult. To gain a foothold on the problem, it is

essential to simplify it until it is in a sufficiently tractable form; to solve

the simple problem, and then to make consecutive adjustments after

reintroducing the most important difficulties one by one. This procedure

holds, in general, for any major problem which cannot be solved by

available doctrinal methods.

For the purpose of this research the following assumptions

were made:

1) There is no damage other than fallout. Thus

the decontamination problem alone is to be

studied and other aspects like debris removal

and rescue work are to be considered later.

2) The radiation is uniform over small areas (of

city block size). (In reality, terrain roughness,

densely built up areas, and micrometeorological

effects tend to negate this, )

3) There are no complications in the target area.

The situation is idealized so that stalled cars,

fences, trees, refuse and so on have no effect

on radiation or on operations. These compli-

cations will be left for later study.

4) Operators will work until they have a permissible

dose, and then stop (to be replaced by other

operators). Their health and life will not be ex-

changed for additional achievement, except in an

unusual situation.
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5) All people are safely sheltered. Moreover, all

people have been adequately warned so that all are

indeed in shelter when attack occurs, hence rescue

work will not be essential. Also once in shelter,

the populace will be content to remain there until

decontamination has made emergence safe.

6) Rate of work, and decontamination effectiveness

as reported in the literature will be used as

criteria for choosing optimal methods. Manipula-

tion of process parameters such as water pressure,

nozzle size, transpcrt speed, etc. will not consti-

tute part of the analysis.

7) Target structural influences on radiation will be

calculated according to the examples shown in Dr.

Miller's publication "Fallout and Radiological

Countermeasures".

8) At first no special provision will be made for high

priority facilities. All parts of a populated area

will be considered equally important. The problem

of special facilities will be dealt with after the

general problem is well understood.

9) All people are identically influenced by the fallout,

that is, nobody has a special need over any one

else's, neither is anyone more or less susceptible

to radiation than the "average" person.

-15-



DECONTAMINATION METHODS

The purpose of a decontamination process is to remove, as

quickly as possible, tha radioactive fallout material from the surfaces on

which it has settled. The removal process depends on the nature of the

contaminant (whether it is wet or dry) and the nature of th surface from

which it is to be removed. Dry conLaminant is generated by an overland

atomic explosion; wet contaminant in the form of a slurry iE generated by

an over-water (or under-water) burst. Therefore, for wet fallout,

adhesion is a problem while for dry it is not.

Decontamination processes fall broadly into two categories:

1) Removal of surface

2) Removal of contaminant alone by

a) Washing

b) Sweeping and vacuuming.

The surface remoal process is applicable to loose surfaces such as sod

and gravel. This can be done mechanically with motor-scrapers, bull-

dozers, motorgraders and front-end loaders, or manually with shovels.

The mechanized equipment is applicable on open areas such as parks and

fields, and readily accessible lawns. The manual methods are necessary

where mechanized equipment cannot be used such as lawns with cement

walks and driveways in residential areas.

Wet methods apply to paved surfaces and roofs of buildings

(and sometimes walls of buildings as well). These comprise firehosing

and motorized street flushing. Water velocity rather than water volume

is the important mechanism of contaminant removal. For wet contaminant

it may be necessary to increase the work to include wetting and scrubbiag

as well as flushing.

Table 1 shows a list of decontamination methods suitable for

some general broad classes of surface materials. This table is based on

available information in the literature. It has been arranged to allow

-16-



TABLE 1

Decontamination Methods

Process Men Duty
Surface Method Speed Remnant Required An As Cycle

ft 2 /min %

Paved Street Firehose 2500 6.2 5-6 - -1250 4. 3 5-6 - .

Paved Street Swe eper

I pass 2000 24 1 -

2 passes 1000 8 1
con- as-
c r ete phalt

Paved Street M otorized 10,000 5 6 -
Flusher 5, 000 2. 5 3. 5 - -

2.000 1 2 -

Sod Hand
Stripping 20 10 4

Sod Sod Cutter
& wheel-
barrows 35 7

Sod Sod Cutter
(no remov-
al ni;tn U- .
ally) 220 2 7

Sod Tractor
(front end
loader) 70 10 2

Sod Bulldozer 90 5 1

Tar & Gravel
Roofs Firehose 100 11 6

This table provides figures for an initial estimate of effort required.
For a dctailed analysis the tables provided in Chapter 8, Reference 1,
should be consulted.
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spaces for all those parameters that one needs to know in order to plan a

decontamination operation. Blank spaces indicate information that is not

available. The tables are arranged to show the problem surface, the

appropriate method for cleaning it, the speed at which the process is

applied, the remnant left after application of the process, the men re-

quired per machine or per crew, the shielding factors relating to the

process and the duty cycles of the process (effective time/operating time).

THE DOSE RATE MULTIPLIER

The cumulative radiation experienced by operating personnel

during decontamination and other operations should not exceed specific

limits. To easily estimate the dosage accumulated by a crew, Miller

has advanced the Dose Rate Multiplier concept. This is to be defined as

Thus, to calculate the dose received by a given crew member during a

specific operation, it is necessary to use the formula

Miller bases his I(t) on the equivalent ionization rate from the decay of

one atom of U239 per fission activated at zero time. The DRM achieves
a steady value of 3.95 in 2. 3 years. For the t "1 " 2 representation, a

steady value of 5 is reached. It is shown in another section

that the t - 1" 2 curve is good until 5000 hours, after which it departs

appreciably from the actual decay curve. Whenever calculations must

account for DRM ( t ) it is important to use the actual decay rate rather

than tl. 2.

Table 2 shows DRM values as a function of time. Figure 2

shows this relationship graphically. Figure 3 shows a graph of DRM*(t)

where

DRM*(t) = 3. 95 - DRM(t)

ti. 2 is used in references 2 and 3 for example, to represent normal
decay of radioactivity in fallout material.
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TABLE 2

Dose Rate Multiplier

t(hrs) DRM t(hrs) DRM

1.0 -0- 160 3.016

1.2 0.178 180 3.058

1.4 0.320 200 3.094

1.6 0.436 250 3.163

1.8 0.533 300 3.214

2.0 0.614 400 3,286

2.5 0.776 500 3,339

3 0.899 600 3.381

4 1.082 700 3.417

5 1.219 800 3.448

6 1.328 900 3.475

7 1.419 1,000 3.499

8 1.497 1,200 3,540

9 1.565 1,400 3,574

10 1.6Z6 1,600 3,604

12 1.729 1,800 3,630

14 1.815 Z000 3,653

16 1.889 2,500 3,703

18 1.953 3,000 3,744

20 Z.009 4,000 3,805

Z5 2.126 5,000 3,848

30 2.2z1 6,000 3.876

40 2.369 7,000 3.895

50 2.484 8,000 3.908

60 2.577 9,000 3.923

70 2.653 10,000 3.929

80 2.718 12,000 3.937

90 Z.773 14,000 3.940

100 2.821 16,000 3.942

120 2.901 18,000 3.944

140 2.965 20,000 3.945
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DRM*(t) is directly useful in calculating the incremental dosage for personnel

who enter a radioactive area at time t and remain there. This dosage added

to that received during operations and shelter constitutes total lifetime dose.

For the general population it is the only dosage experienced, if they remain

in shelters with high protection factors until emergence.

THE RESIDUAL NUMBER

The residual number, RN, is a ratio of the actual dose received

due to countermeasures, divided by the dose that would have been received

without the countermeasures. In general, there are three major divisions

in time depicting the activities of the decontamination personnel during the

fallout period:

1) Shelter phase

2) Operation phase

3) Occupation phase

Miller has associated a residual number with each of these phases and

labelled them RN 1 , RN z and RN 3 respectively. Thus, RN 1 represents

the actual shelter protection factor. RN2 represents the total effect of

structural shielding, vehicle shielding, dynamic change in radiation due to

operations and so on. RN 3 represents the remnant fraction of fallout

material remaining after operations are completed and includes also the

shielding advantages of structures, living patterns and the distribution of

the remaining fallout.

If we designate
A, Z>?M=R

where t1  = operations start time,

t = operations completion time
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then the dose received by a crew member is

and for non-crew personnel it is

THE PLANNING DOSE

On the basis of information on biological effects on humans

as indicated in the first section of this chapter, various criteria have been

formulated for allowable dosage while operating in radioactive areas.

There are various dose limits that have been used in studying decontamina-

tion operations in the past. They range frcrn 3CR to 75R per short term

exposure to 150R to 100OR for a long term exposure. The limits recommended

by Miller are 30R/day, 200R/week and 100OR/year. Compared to this, Lee

used 30R/day, 230R/2 weeks and 1000R/year. Lee's limits are a little more

conservative, and possibly somewhat more consistent than Miller's. Using
the E R D concept the Z0OR/week or 230R/Z weeks are much too high.

However, if the one day recovery time constant is taken into account, these
limits may be satisfactory. For this report, Miller's system will be used.

However, it should be emphasized that a very good scientific basis for

establishing such limits is needed, and a research program to obtain this

basis is well justified. These limits are an important fundamental basis of

all decontamination operations, and a change in them leads to an important

change in decontamination plans. For this reason, it may be useful to let

the dose limits be variable, and calculate decontamination operations as a
function of risk to personnel. This procedure is more difficult, of course,

and for this phase of the work it is sufficient to adhere to the limits given.
In future work, however, as the decontamination picture becomes very

clear, it will be very worthwhile to study the tradeoffs between personnel

casualties and decontamination achievements.

NCRP 29 - (Equivalent Residual Dose)
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IMPLICATIONS OF CONSTRAINTS ON RE-ENTERING FALLOUT

AREAS WITHOUT DECONTAMINATION

Figure 4 shows graphically the implication of the dose limits

on emergence time for the general public. This graph has been obtained by

using DRM* for the 100OR/year limit, DRM (1 day) for the 30R/day limit

and DRM (Z weeks) for 230 R/2 weeks. Using DRM (I week) for Z00R/

1 week results in a curve that falls below the combined curve for 30R/day

and 1000R/year and hence it is not shown. Also shown is a smooth curve

joining the 30R/day limit and 1000R/year limit; this curve is a suggestive

one with the implication that emergence time should be a smooth function

of initial radiation intensity. The sharp transition between the limits for

30R/day and 100OR/year indicates that personnel who adhere to them for

around 1. ZK R/hour are penalized more heavily than they would be for any

other value. The additional smoothing line thus may be used qualitatively,

using individual judgment to decide whether 30R/day and 100OR/year are

good enough limits or whether other limits should be used for intermediate

values of radiation. To make such decisions it is helpful to refer to basic

data such as that shown in Table 3*.

From the graph it can be seen that people who find themselves

in 10, OOOR/hour areas will have to remain in shelter for more than seven

months, those in 3000R/hour areas - 75 days, and those in 1000R/hour

areas - 10 days (more if the point made previously is observed). The ob-

ject of decontamination is to substantially reduce this shelter time.

OPERATIONS TIME VS. START TIME

Figure 5 is a graph from which operations time can be

obtained as a function of start time, if dose limit and radiation (at one hour)

are given. This graph can be used for operations planning in several

different ways. If it is assumed that crews must work a minimum time to

* Or refer to NCRP 29
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be effective, then the start time can be determined. For example, if the

initial radiation (one hour) is 3000R/hour and there is a 30R limit in any

given day, then K = 100. Now, if time required is 1 hour, then following

this across to K = 100 and reading underneath that point yields an entry

time of 47 hours after detonation. Conversely, if a need arises to go out

and do something in the same area at 24 hours, then the graph tells us

that 0. 46 hours are available for the operation.

Another way to use this graph is to decide a given entry time

and operations time, and determine from them the exposure to the

operator. For example, suppose that 1 hour is required at 24 hours after

attack and it is known that radiation at one hour was 3000R/hour; from the

graph we read K = 45, approximately, and the Cc se sustained by the operator

is 3000R/45 which is 75R. Such an operation may be allowed to proceed if

there is enough of an emergency to warrant this risk. This graph and the

preceding one are basic tools for the performance of rapid estimates for

decontamination, as described later.

SIMPLE METHODS FOR ESTIMATING CAPABILITIES

It is desirable to be ready to postulate a decontamination plan

on short notice; should a nuclear attack occur, there is no time to perform

detailed analysis. Many of the decisions will have to be made on the spur

of the moment. For this purpose, it is useful to try out state of the art

knowledge on a postulated situation and to see what comes of it. To do this,

it is essential to make these additional assumptions:

1) Target shielding does not occur (studies of target

effects indicate high contributions (relative to

flat plane) in city complex areas for sensors

placed in street centers and intersections. Hence

this assumption is justifiable to an extent.)
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2) Equipment shielding is insignificant. (RN 2 is

nearly 1. 0 for most equipments. Street sweepers

and trucks which have RN 2 greater than 1 will not

be used.)

3) Minimum operating time in the vicinity of a

shelter is 10 minutes. Minimum operating time

remote from shelter is 1 hour. This assumption

provides that transport time between shelter and

work need not be considered (although in some

cases it may be quite important. )

4) "Once -through" decontamination at prevailing

equipment rates will be applied, and will be sufficient.

On the streets equipment rates will be limited some-

what by parked automobiles. *

5) People will stay in shelters for the time period that

they have food available. (say two weeks). Where the

stay time is in excess of this, decontamination will

be applied.

6) In areas where decontamination cannot be sufficiently

completed to allow people to get to emerge from

shelter before shelter food stocks have run out,

access routes will be cleared to shelters so that the

shelters can be resupplied from the outside.

7) Mechanized operations will continue 24 hours a day

until the work is done. 1."41 Manual operations re-

quiring repeated entries by individuals and taking a

long time will be done in the daytime for the endurance

period of the individual (i. e. 6 hours per day on the

average).

* In numerous cities many streets are crowded with parked automobiles,
even overnight, because of inadequate off-street parking facilities.

* This implies that adequate lighting is required for night work.
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Now the task ahead is to assess what work is to be done. It is

far too difficult and complex to develop a specific plan for every possible kind

of attack. To overcome this difficulty it is expedient to postulate an attack of

moderate seriousness and to examine what must be done about it. A repetition

of this process, over a few tirnes, provides a set of conclusions from which it

is possible to plan for a representative variety of attacks. On the other hand

one may postulate maximum fallout over an entire populated area, and study

the consequences. The extreme case is to postulate a multiple weapon attack

on a populated area with blast, heat and radiation all acting at once. This last

case may be an entirely hopeless one, however, so much so that one is inclined

to give up the problem altogether. It is better to start with a much less serious

problem, and then to apply the results to increasingly difficult situations.

Let us suppose that a given typical city has been exposed to the

fallout from a megaton-size weapon explosion somewhere in the vicinity, but

not close enough to cause serious structural damage in the city itself. How

does one sketch a solution to this problem?

The first step is to have a map of the area with fallout contours

plotted on it. Preferably the contours should be in terms of 7-KI) , the equivalent

values at one hour. Now, using Figure 4 one can determine the natural reentry

time for the general population, and if need be, plot a new set of contours

depicting shelter stay times. The area contained within the boundary repre-

senting 2 weeks (or any other chosen minimum time) is the area which requires

decontamination. Now, the following steps are taken:

A. 1) Determine the total road and street surface that requires

decontamination. An estimate can be made by counting

roads along the center line of the city in an east west

direction and also in the north south direction and multi-

plying the first by the north south dimension of the city

and the second by the east west dimension. This yields

total road mileage.
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2) Determine house roof area that requires cleaning.

Average house dimension in a sample area, multiplied

by huuse density will provide this. If an average house

is 30 x 40 feet, and the average lot (including the street)

is 60 x 160 ft. then house displacement is 1/8 and roof

surface is 1/8 square miles/sq. mile of land = 3,000,000

sq. feet/per square mile of land. *

3) Determine amount of sod which must be removed.

a) on small lots

b) in large areas

The sod removal on small lots will have to be done either manually

or with small machines. That on the large open area (parks and so on) can be

done with large land-moving equipment.

B. Now, from Figure 5 determine start time, for each area,

assuming that a minimum of one hour per man is required for mechanized

methods and 6 hours per man - day, minimum, for manual methods.

C. From an inventory list of public works equipment, determine

how much of it is suitable for decontamination, determine respective work

rates and assign the machines to appropriate activities. For example all

street flushers are to decontaminate streets, all fire-hoses are to be used

OIL rooftops, and so on. Human resources should not be forgotten - those

able-bodied individuals who are doing nothing else can be assigned to sod

removal crews.

* Exclusive of parks and open land.

** Firehosing will be considered a mechanized method.
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From the work rates obtained in C and area estimates obtained

in A the total reclamation time is available. Bearing in mind the entry

constraints obtained in B a schedule of operations can be worked out for

the whole area. The next section demonstrates an application of this pro-

cedure in a civil defense exercise in Erie County. Appendix I is a repro-

duction of the entire report submitted to Erie County Civil Defense Authorities

on this cxercise.

DECONTAMINATION HIGHLIGHTS OF AN EXERCISE IN ERIE COUNTY

A situation map indicated that a I-MT bomb had gone off

northwest of Buffalo with fallout damage only, to the city proper. According

to the map, about 20 square miles of populated area were initially subjected

to 10, 000 R/hr radiation, 50 square miles more to at least 3, 000 R/hr

radiation and another 70 square miles to 1, 500 R/hr or more. * Using a

set of curves showing what stay times were required to comply to the 30 R/day,

230 R/2 weeks and 1,000 R/year dose limits (as used by H. Lee), it was

estimated that the people in the 10, 000 R zone would have to stay in shelter

in excess of 7 months, those in the 3000 R zone for 75 days, and only those

in the 1000 R or less zone could emerge in 10 days or less. Shelters with

very high protection factors are assumed, so that exposures in shelter will

be negligible.

Assuming that people would be perfectly willing to remain in

shelters for at least 2 weeks, it was decided to decontaminate areas where

radiation at one hour, I(N) , was in excess of 1, 500 R/hr. (Near this border-

line shelter stay time was 17 1/2 days). Areas outside of this dividing line

would not be decontaminated.

The decontamination plan was to decontaminate roads and streets

first, to wash down roofs next (except for very high buildings) and then to

remove lawns. The processes chosen were simple and available methods

* These values are effective for one hour after weapon detonation.
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namely: motorized street-flushers on the streets, firehoses on the roofs of

houses and shovel and wheelbarrow for the lawns. Bulldozers and land moving

equipment could of course expedite the effort.

Examination of a map yielded the estimate that there are 20

streets per mile in either direction or 40 miles per square mile in populated

areas and also 10 miles per square mile in semi-rural areas. Since about

half of the heavy fallout area was in semi-rural areas, this led to the estimate

that 3500 miles of street needed decontamination. A record of available

equipment in the area, obtained from the local CD authorities showed that 10

street flushers were available, thus each had 350 miles of streets to clean.

On the basis of a very conservative estimate that each street flusher could

clean 1 mile of streets an hour* (due to abandoned cars, refilling, travelling

between water source and job location and changing of crews). This meant

350 hours of work at most, or two weeks and 1 day if the trucks were to work

around the clock. Also, if crews were to work a minimum of 1 hour the first

day for the job to be worthwhile, first start in the 1, 500 R/hr zone, then work

into higher radiation areas; then start time (or entry time) for this effort would

be roughly 25 hours. (Start time for 3, 000 R/hr is 48 hours and for 10, 000

R/hr is five days; hence, the reason for working inwards.)

Street flushing is to be followed immediately with firehosing

the roofs of houses, and the driveways. Assuming that each roof takes five

minutes of effort, a one mile street of 200 homes takes 1000 crew minutes

or one hour for 17 crews. Thus, if each street flusher is followed by 17

hose crews, the roofs would be decontaminated very soon after the streets.

Firehose crews do not have to consist of firemen and firetrucks, -- all one

needs is enough hoses and sufficient know how to handle them, as well as a

ladder for each crew to mount up on the roofs.

* Speed will depend, in part, upon the amount of fallout deposited.

-
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Lawn removal, at worst, can be done with a hand shovel and

wheelbarrow. If homeowners were to get together and form work crews, --

some at their shovels, others pushing wheelbarrows, then the productivity

per man is 5 sq. ft. /minute or 300 sq. ft/hour. " Assuming a lot size of

10, 000 square feet (usually they are smaller) this entails 33 hours of work.

If the first work day were to be six hours long, this implies an entry time

of five days for 1, 500 R/hour, 10 days for 3, 000 R/hour and 24 days for

10, 000 R/hr. Thus, one week later, i. e., 12 days, 17 days and 31 days,

respectively, people would be relatively free to move around in all areas.

These estimates are an upper bound to the effort required, but they serve

to provide the very heartening knowledge that decontamination is very feasible

to those people who believe this job to be impossible. Taking into account

the gains to be expected from mechanized equipment, and the advantages of

self-shielding of target areas as well as that of equipment itself and optimiza-

tion techniques, the time estimates can be considerably reduced.

APPRAISAL OF THE RESULT AND FURTHER ADJUSTMENT

Now that a picture is available of the minimum that can be done,

one can see some obvious methods for improving things. A street flusher

proceeding at 1 mile/hour is quite slow. If arrangements can be made to

have the public drive their cars off the streets before taking shelter the flusher

would be able to move along more rapidly. Indeed it may be more efficient

to operate the flusher at speeds of 20-50 miles/hour ** to remove only that

amount which needs to be removed.

* It is assumed that people will be rotated from shovel to wheelbarrow. The
figure used here is based on 2 shovel men and 2 wheelbarrow men working
as a 4 man crew.

** Ref. 1, Ch. 8, p. 18 (in draft report) indicates 20-30 mph. This is an
area which requires further experimental investigation.
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Another technique is to run several flushers, one after another,

rather speedily if more cleanliness is required. Lawn removal may be done

by faster methods than by hand shovel. If an adequate supply of front end

loaders is available, together with dump trucks, lawn removal can be speeded

up. In addition, some housing developments are so arranged that, if fences

are removed, large land equipment would be able to clear up all the back yards

in a block in very short order. Thus, for the back yards, at least, it would be

better to concentrate manual effort on fence removal, and removal of all other

back yard items while the bulldozers did the rest. Finally the hand shovel

could be applied to the small areas which were inaccessible to the mechanized

equipment.

After consideration of operations has resulted in more or less

an optimal plan, further refinement can be applied by taking into consideration

the ?IV2 due to structures, to the equipment, and due to the techniques.

For these refinements the techniques of the following chapters will be appro-

priate.
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V. MODELLING TECHNIQUES FOR SYSTEMS ANALYSIS

THE PURPOSE OF MODELLING

A central problem in determining schedules for optimal

operations is the radiation response of the operators to the varying radia-

tion intensities encountered during operations. Various criteria have been

postulated for dose limits as a function of time, usually there are two or

three values. Use of these figures leads to difficulty, however; without

the application of intuitive judgement, they may be misapplied. The ERD

concept described in NCRP 29 together with an ERD limit of 200 R seems

to be a rather consistent concept for operational use.

With the ERD limit as a constraint, it is desired to optimize

system performance. Often it is easier to model the system on an analog

computer, to try out schedules and methods etc. than to study the problem

analytically. The analog computer is not expensive to use, yet with it, the

scientist can scan numerous possible methods of problem solution much

more quickly than he can do so analytically. Towards this objective, some

of the concepts applicable to decontamination operations will be given in a

form suitable for modelling on analog computers.

DECONTAMINATION CRITERIA

The purpose of decontamination operations is to keep people

alive, healthy, and as cheerful as possible under the circumstances. It

is desirable to prevent that hopelessness and pessimism which will lead to

further losses when they are not necessary. Most important, of course,

is that a sufficient amount of decontamination must be accomplished to

permit people to reoccupy their homes within an acceptable period of time.

It must be borne in mind that an extensive shelter stay time is a source of

hazard in itself inasmuch as people will run out of food, children will get
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sick, psychological depression will set in and so on. Thus, it is apparent

that a trade-off exists between going out and trying to improve the situation,

at the risk presented by exposure, and extending the stay in shelter. This

trade-off is pretty hard to define, hence rather arbitrary, but realistic criteria,
are required by which to make decisions concerning what to do and when to

do it. For a theoretical study, an a priori decision must be made what dosage

limits can be allowed for the public, based on alternate risks. (NCRP 29

makes suitable recommendations) If the most important objective is to gain

time, all resources should be applied to reduce radiation to that level where

these limits are complied with. The second objective should be to accommodate

all the population in a fair way. Each individual should feel that he is getting

a fair and square share of the benefit. It is to be hoped that a fair and square

deal does not imply extinction for everyone, for if it does, another criterion

must be chosen.

The following criteria, therefore, do not apply to the major

part of this problem:

1) Minimize cost

2) Minimize effort

3) Minimize radiation

4) Minimize economic losses

Instead, the objectives are: (within the constraint of allowable

dosage)

1) Help as many people as possible.

2) Get them out of shelter as quickly as possible.

These two criteria must be applied in combination with one another. More-

over, they are applicable for a situation where many people would have to stay
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in shelter unduly long periods of time without decontamination.

Where the situation is less serious it is suitable to relax the

above criteria somewhat, and devote part of the effort toward the restoration

of the local economy. The case of a very serious situation in which injury

and death have occurred because of blast and heat will not be discussed at

this stage.

The above criteria can be expressed as a minimization of the

expression.

L7§ )

where /J) is the shelter stay time of the 4 -  person. If it is desired

to talk of groups of people / where " is the population in area ,

then we seek to minimize

wh e re . ) is the shelter stay time in areaj

This expression can be generalized by the form

where * and >-L are manipulable to provide a bias for extending

preferred treatment of some kind to large populations and those who must

endure long stay times. Heuristically, it would seem appropriate to set

m at 1. Putting y-1 at 2 or 3 or some larger value will tend to provide

more effort for high radiation areas, and would influence more simultaneity

in the emergence time for everyone. Here the trade-off is to help victims

in highly radioactive areas at the expense of leaving those in less radioactive

shelters for longer periods of time. For the sake of preliminary analysis it

is suitable to choose r7-%.and 7,.. equal to 1 and also to assume that the
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T
population can quite readily remain in shelter one or two weeks, depending

on the situation.

This implies minimization of the expression

where is the time everyone is prepared to stay in shelter anyway.

Here f and r,. are I as in the previous case.

After such an analysis is completed, variation of ,%, and J.

may be performed to check qualitatively if better effects can be obtained

thereby.

Other criteria which have been applied to special problems

in this report are:

1) Start work as soon as it is feasible to do so in areas

where stay time exceeds two weeks, and continue

working until the whole area has been decontaminated,

using rates of work available from the literature.

2) Given entry time and remnant, minimize radiation dose

to crew. This condition applies when it is feasible to

trade off entry time in order to reduce dosage to the

crew.

OPTIMAL ORDERING OF PROCESSES

For any large area, where facilities are limited, all parts of

the process will operate simultaneously, although each process will operate

on different areas. It is much more efficient if the various parts of the process

are applied in sequence to any given area, rather than that they are applied

simultaneously. This has the important advantage that one process reduces

the radiation for the next, thus making it feasible for the personnel of the
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second process to remain on the job longer. In addition, this decoupling

avoids interference between different operating machines, and also, the

individual process speeds are not held back because of slowness on the part

of any of the others. The following analysis shows how to choose process

sequence.

Assume a fixed area. Let )< be fraction of contaminant removed

by process #1. Let be fraction of contaminant removed by process #2.

Let /0/ , P be the relative penalties attributable to using process 1, 2 and

2, 1 respectively (i. e, penalty is proportional to radiation exposure in man-

roentgens).

P-oee$$ /

fr,,ce.r L..X_, -, 7,sJ

Let

77)
Y/
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Now since K. ranges from 0 to 1, / te- Y is always positive.

Hence,

The object is to minimize penalties due to process sequence.

Thus, if one knows the values of a and b (these can be obtained from

Table 4. ) then optimal sequence can be chosen. The analysis can be extended

to three or more processes.

BIOLOGICAL EFFECTS OF RADIATION

The effects of short term radiation are summarized in Table 4. *

I

, * Effects of Nuclear Weapons, 1957

1 -41 -
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TABLE 4

Casualties as a Function of Dosage

Dosage Roetgens

Up to 50 Minor blood changes. No other effects

100 Fatigue, vomiting, nausea in 5-10%o for one day

150 Fatigue, vomiting, nausea in 25% for one day

200 Fatigue, vomiting, nausea in 501o for one day

300 Fatigue, vomiting, nausea in 100%o for one day; 201o deaths in
2-6 weeks; convalescence for three months

450 Fatigue, vomiting, nausea in 100% for one day; 50%a deaths in
one month; convalescence for six months

650 Nearly 100%0 deaths, survivors convalescent for six months

1000 No survivors

This information is depicted graphically in Figure 6.

THE EQUIVALENT RESIDUAL DOSE

The relationship between human response to short term radiation

and long term radiation is not entirely clear. It is known that substantial

recovery occurs after an exposure. Devaney states that the irreparable

effect of exposure is equivalent to one-tenth of the initial exposure and that

this state of repair is reached in three months. Moreover, he states that

half of the reparation process is accomplished in one month.

* Devaney, John F. , Operations in Fallout, OCDM-SA-61-13, June 1961.
Also NCRP 29
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Figure 6 CASUALTIES AS A FUNCTION OF SHORT TERM DOSAGE (Ref. 3)
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Considerable experimental work was done with animals,

specifically mice and rats, to determine the nature of the recovery process.

Much of this is reported in Claus*'% This information is not very coherent;

however, the following things seem to emerge:

1) The recoverable injury decreases approximately at a

rate described by t

2) Recovery rate diminishes rapidly as dose increases

beyond one half of LD 5 0 . (LD50 is the dosage which

leads to 50% mortality of the population. )

3) There is a component of rapid recovery over a very

short period of time (several hours to one day).

Putting 2 and 1 together suggests a recovery rate described by

where k is somewhat greater than 1, possibly 1. 5 or 2 and D* is the

equivalent impulse dose in a mathematical sense.

Using Devaney's concept, one may state a linear equivalent

recovery function to be * A

I0 /0

with A chosen such that ERD is the equivalent dosage of the remaining

effect. Let this be /e) , the human response to radiation. The response

to time varying radiation is then

, Claus, W. D., Radiation Biology and Medicine, Ch. 12, Addison Wesley,

1958.
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This is a linear function which is Laplace transformable, hence

Using the Laplace transforms of -6) and separately one may

obtain the transform of ERD(s) and by the inverse transform obtain ERD(t).

For the sake of this development, the transform of h( t) is

where .* 000964 to accomplish 0. 45 recovery in 30 days. Here time t

is meas:,;'ed in hours.

If we wish to take account of the 3rd item mentioned previously,

this formula must take the form

_ jc

where 4 represents the quick recovery time (24 hours) constant and a<.

the longer (1 month plus) recovery time constant. However, since little

information is as yet available, this formula will not be developed further.

THE RADIATION DECAY CURVE

The decay rate of fallout material depends on what radioactive

components it is made up of, since their separate rates, which vary widely,

make up the decay rate of the composition. Figure 7 shows graphically

a typical decay rate for fallout resulting from an overland explosion.

The solid line is actual value and the dotted line is a t " 1 .2 representation.
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Here it is seer that t "1 . 2 is quite representative all the way out to 5000

hours after the burst. Since the most important part of the reclamation

operation will be performed within that period of time, the discrepancy

after 5000 hours will not be important, except for the Dose Rate Multiplier

and its implications as mentioned in a subsequent section.

It is convenient to have a rule of thumb method of estimating

the dose rate at various given instants of time. There is an approximate

relationship such that if the rate is unity at 1 hour after detonation, then

it is 0. 1 at 7 hours, 0.001 at 49 hours (i.e. 7 x 7 hours), 0. 001 at 343 hours

(i. e. 7 x 7 x 7 hours) and so on. In other words, if time is multiplied by

seven, the radiation has decayed to one-tenth of its previous value.

Radioactivity in a fallout area builds up as shown in Figure 8.

The radioactivity increases gradually at first, as the leading edge of the

fallout cloud passes over, increases most rapidly while the cloud center

passes by and then gradually settles down as the trailing edge passes over.

Thereafter natural decay takes place.

For computational simplicity it is useful to equate the

complex radiation intensity curve with another one which starts abruptly

at an equivalent fallout arrival time and then decays naturally. The area

under both curves are made to be the same, thus determining the equivalent

arrival time. The new curve can then be applied directly to the DRM concept

to find the total exposure people are subjected to if they are in a fallout area

where arrival is delayed.

REPRESENTATION OF THE RADIATION DECAY CURVE

For the sake of being able to simulate the decay curve with

an analog computer, and also for analytical work, it would be very useful

to represent the t 1.2 expression with its Laplace transform. However,

* This is true for a single weapon fallout situation.
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this txansform is not available in readily available tables, and attempts to

obtain it by performing the transformation from basic principles fail.

Also, expansion into a polynomial results in a diverging series, which is

also not useful. For analog computer representation, it may be adequate

to represent this expression with a series of straight line segments; an

expression corresponding to this may be of use analytically also, although

it is tedious to handle. A possibility is to represent the decay curve with

orthonormal functions, the theory of which is discussed in the next section.

POSSIBLE REPRESENTATION OF THE DECAY CURVE WITH
ORTHONORMAL FUNCTIONS

A set of functions, (, (i), ¢z 2  - - - - , is

orthonormal over the interval (a, b) if

If the set is also complete, any real and continuous function f(t) can

be represented in the interval (a, b) by

'.t. =. /

where

Consider

A 
A/

= _- -
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This expression is a minimum for the particular C, used. Any other

choice of coefficients leads to a larger value of .

Note: This is not to say that one cant achieve a smaller 6 by

choosing the first N functions of a different orthonormal

set. No general procedure for selecting the "best"

orthonormal set exists.

For a given orthonormal set,

2

/

We are interested in f(t) over the interval ( 0' )

Possible sets of functions orthonormal over ( c ) are the Laguerre

functions and also the sets

- t

Each choice of the parameter /. gives a different orthonormal set.

Select the set-- 66 ) = / e etc. (The Laguerre

functions are more complicated than these).
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I
Evaluating the C entails integrals of the following form

1
is Schl'milch's function , which can be expressed in

I terms of Whittaker's function W

],4

1 Thus,

'II
This has also led us to the Laplace transform of ( , which is

obtained by setting m = 1 in the above.

-o1/ ,e- . ,_ (p)

J * Whittaker and Watson, "Modern Analysis" p. 35Z
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Whether we are seeking the Laplace transform directly or via an

approximation using orthonormal functions, we will have to work with

Whittaker' s function.

The Laplace transformationi available by the above method is

in fractional powers of /A and therefore not suitable for analog use.

The orthonormal functions, however, promise to be much more useful.

The approach now is to evaluate Whittaker's function (which

has not been done) or to start again with the original orthonormal functions

and evaluate them numerically. Since Whittaker's function may have to

be evaluated numerically anyway, numerical evaluation of the orthonormal

set may be the most reasonable procedure.
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VI. NUMERICAL METHODS FOR ANALYSISN
A METHOD FOR CALCULATING THE GAMMA-RAY DOSE RATE AT
ANY KNOWN DISTANCE FROM A RADIOACTIVE POINT SOURCE

IA sample of radioactive material is said to have an activity of

1 curie when it disintegrates at a rate of 3.7 x 10 disintegrations/second.I
Let a radioactive point source located at the point S have aJ strength of C curies, so that it decays at a rate of 3.7 x 1010 x C disintegra-

tions/second. Assume that each act of disintegration results in the production

of one gamma-ray photon of energy E Mev. Assume further that the radiation

of these photons from the point source is emitted uniformly in all directions

so that a distance d cm from the point S, the photons will be uniformly dis-

tributed over a sphere of area 4f/*'d Z cm? . Neglecting the absorption of

photons in travelling the distance d from the point S to the surface of the

sphere, the fluxa at d is given by

. . oc photons/cm 2 /sec (1)

Since each photon has an energy of E Mev, the gamma-ray flux

of energy at the distance d from the point S is .L-" Mev/cm 2 sec. Define

/t e cm1 as the energy-absorption coefficient of air for the specified gamma

radiation of energy E. The parameter/e has the property that the rate of3e
energy absorption per cm at the distance d from the point S is given by

"---Principles of Nuclear Reactor Engineering - Samuel G]asstone pp. 539-546
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Equation (2) is referred to as the dosage rate (DR) at a distance d cm from

a C curie point source. Since the absorption of 6.77 x 104 Mev of energy
3

per cm in air is equivalent to one roentgen of gamma radiation, equation (2)

is usually given as

__= ___ roentgens/sec (3)

If an absorbing material (such as air) with an absorption coefficient

cml is placed between the source and the point at which the dosage rate

is being calculated then equation (3) becomes

ZZ- roentgens/ sec (4)
. -7-7 ,,'0*

The energy-absorption coefficient (A. ) of air varies with the assumed energy

E per photon. However, for the range of photon energies from .07 Mev to 2 Mev,
-5 -1 -5 -1A e for air varies only between 3 x 10- cm' to 3.7 x 10-  cm' . 5As an

approximation,,k e is assumed to have a constant value of 3. 35 x 10 cm

It should be emphasized that DR in equation (4) is independent of

the medium exposed to the radiation and depends only on the rate of energy

absorption/unit volume in air.

Using the results of equation (4) along with the assumption of an

exponential decay for the radioactive point source, it follows that the dosage

rate at a distance d and at an arbitrary time t is given by

ZI~~',~ 4 ~roentgens/sec (5)
, 774 "/e'x 4-27"-4
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where = the strength of the point source in curries
at time t = 0

A - 0 ,F3

= half life of the radioactive point source

It is understood that the point P is a unit volume and that _rV 4;C

is defined as Ca3 00)1 roentgens/hr.
-7 77 Y /0

The mixture of radioisotope constituting the fission products in

a contaminated area is so complex that the total rate of disintegration does

not follow the usual exponential decay law applicable to a single species. Field

tests have shown that if Rt is the over-all rate of gamma-ray emission at

time t, and at a particular location in a contaminated area, then the rate

at time z ~~ is given by At

If one makes the reasonable assumption that the dosage rate D

at time t is independent of position in a small area A within a larger

contaminated area ALs it is possible to replace the area AL with a grid

of radioactive point sources such that

1) The dosage rate at a distance d from each point source

at one hour after detonation is given by equation (4)

2) The total dosage rate at any point P in the area A s daie
!5

o1 to all contributing point sources in AL at time t (point

sources outside a circle of radius r centered at P are

jconsidered to provide negligible contribution) is given by
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The latter assumptions form the basis of a simulation model for

area decontamination studies.

AN INVESTIGATION OF THE POINT SOURCE APPROACH IN DESCRIBING

A UNIFORMLY CONTAMINATED IDEAL PLANE

An ideal plane is uniformly contaminated with radioactive

fallout material. Subdivide the plane into equal ,4 X Z elements of

area 4 .1 Consider an Mx M matrix of areas a A (M assumed odd)

and let 4A 0  represent the central element of area in the matrix. Let the

point P be located h units above the center of A0 and define

4 A .. as the element of area A A in the ith row and i th column of the

matrix.

If Z . is a small element of area within , A.., then

the dose rate DR(x, y, t) contribution to the point P at time t from

4h X is given by

where

2(r = intensity/hour/unit area in roentgens/hour/
unit area within the plane at time t hours

,k. = linear absorption coefficient of air

Integrating over the area S A .. , the dose rate contribution

DR(i, j, t) at the point P due to ,., is
1.1
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If Qij is a point source located at the center of4 ij and of magnitude

DR(i,j,t)o d.. then it follows that the total dose rate contribution DR(t)
13

to the point P at time t is given by

where d.. is the distance from the center of A A.. to the point P.13 1

Since Qij in Equation (8) involves a complicated integral, the

question arises as to the existence of another form of Qij which will satisfy

Equation (8). Obviously, if Qij is given by

¢7 ,.. / (9)'

dquation (8) will be satisfied. It should be noted that Qij in equation (9) is

constant and independent of i and j.

If the distribution of Qij 's from Equation (9) does not differ

appreciably from those of the form Qij = DR (i, j, t). d' then it would be

a great simplification to describe the ideal plane in terms of a constant dose

rate DR(t) rather than an intensity/hour/unit area I (t).

Data has been generated which shows that for h = 3 feet and

4 = 1 foot the difference in the Qij 's is negligible - - less than .% for all

1 i and j's in the Mx M matrix. However, when 4 is increased to 10 feet,

appreciable differences occur in the Qij's -- some as high as 25%. Thus,

--57 -
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an extremely fine matrix is required in order to replace Q.. = DR(i, j, t) d.2.

13 ij
by the constant value

14

A MODEL FOR INVESTIGATING DECONTAMINATION PROCEDURES IN AN

IDEAL PLANE

An ideal plane is contaminated with radioactive fallout material.

Let -2o () be defined as the intensity/unit area in roentgens/hour/unit

area at time 6 hours in the plane. Consider any small element of area

in the contaminated plane. The flux U at time 6 hours in roentgens/hour

at point P located d units from !n, is given by

/- 
--2 e d

where/L is the linear absorption coefficient of air and radioactive decay

is assumed to follow a t -/,2 law so that

The ideal plane is subdivided into equal ,: XA areas A

as shown in Figure 9 . A decontamination work crew requires 4 t hours

to complete one pass over any A area. At the end of the time interval

At , the particular 4A area cleaned out is assumed to have a fraction A"
of the original fallout material remaining. Thus, the work crew is character-
ized by a work rate ( / pass/.6/,q/n,- ) and an efficiency ,4-(fraction

of fallout material remaining/paos) where " F- /

Define the region to be contaminated as a finite set of 4 '
areas say 4 4, 4 4' - . .- 4 M . Assume that

4 : and - are neighboring elements of area and of sufficiently
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AA

AA AA

AA AA A A AA

/A AA

AA

I0(t) = INTENSITY/UNIT AREA IN ROENTGENS/HOUR/UNIT AREA IN

THE PLANE AT TIME t HOURS

A = GRID SPACING

X ft/A

Figure 9 SUBDIVISION OF IDEAL PLANE INTO AA AREAS
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small size so that the time required for the work crew to move from X :

to A t'+t can be neglected.

At tz- / hour, the work crew enters z 4, and requires ,

hours to remove a fraction /-- of the fallout material in the area. The dose

received by the work crew during the ,,A time interval is computed at a

point _ units above the center of 4? / See the last Section

for a discussion of the methodology of the dose computation. The model also

computes dose values ._4. units above the center points of any finite set

of "n'4 areas say 1.4 . 4 '/

At time "Z =-/ -/- 41 & hours the work crew is assigned the area 4 Z.

where again a fraction F of fallout material is removed from the area

during the \ " time interval. Dose computations are again calculated/

for the work crew and the areas A-l / 2 . , / during the

zt time interval from + to t 2 The

process continues until all 1 , - -. . ,44 have been decontam-

inated. The logical flow of the model is given in Figure 10.

The model has been programmed and checked out on the IBM-704

computer. Several runs have been made with the following assumptions:

(1) The ideal plane is subdivided into 10 eet x 10 feet
elements of area so that4 = 100 ft

(2) The area requiring decontamination is assumed to be
circular. Figure 11 shows the set of areas approximat-
ing this circular area,

(3) I (t = 1 hour) = 10 roentgens/hour/unit area

(4) The set of areas for which cumulative dose values are

computed is the single area 4..Aj where 4144 / is the

center of the circular decontamination pattern.
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D, - CUMULATIVE DOSE
COUNTER FOR THE WORK

CREW

* CUMULATIVE DOSE COUNTERS
FOR AA i i 1,2 .R

SPECIFY THE ELEMENTS OF AREA A Al
REQUIRING DECONTAMNATION

I = 1, 2, $,. ..... M

SET I

- - fASSIGN WORK CREW 10 A A~

WOR E CREW REQUIRED A . OURS TO REMOVE A FRACTION
H-F OF FALLOUT MATER IAL IlN A A I

Iq

COMPO TE INCREMENTAL DOSE A D ACCUMULATED BY WORK CREW IN A Al
DURING THE A t TINE INTERVAL FROM t TO t + A t

I+ -I TINE INTERVAL FROM t TO It + A t ,2 M

t At-wt IS THlE LAST A Al CLEARED

YES

PRINTOUT t- I +MAt, D , ...... N1

PRIN1 OUT D, d' j I, 2,. H WHEN NATURAL DECAY

AND NO iECONTAIS .ION IS CONSIDERED

Figure I SIMPLIFIED LOGICAL FLOW
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(5) The linear absorption coefficient of air (/e) is assigned

the value .55 x 14 /cm.

(6) Two different decontamination work crews were considered.

Work crew #1 is assigned a work rate 5000 ft 2/hour.

(equivalent todt = . 02 hour) and an efficiency F 0.1

The work rate and efficiency F of work crew #2 are

40000 ft /hour (equivalent tot = .005 hour) and

01 9,&,e spek'tivbly.

The results of this sample case are shown in Figure 12 where the
dobe received at a point P 3 feet above the center of the circular decontamina-

tion pattern is plotted vs. time. The dotted curve shows the variation of dose

at P when no decontamination takes place and the only factor involved is

natural radioactive decay. It is seen that the curve for the fast-inefficient

work crew #2 deviates only slightly from the dotted decay curve. However,

the slow-efficient crew #1 is very effective in reducing the dose level at P.

The model should be a valuable tool in investigating different

combinations of decontamination procedures. For example, in the sample

case considered suppose one fixed the size of the circular area to be decon-

taminated and equated the dose levels acquired by the two work crews. Then

work crew #2 would be able to perform /L_ passes for a single pass of crew

#1. The model could be used to investigate the dose variation with time under

these assumptions. It should be pointed out that the circular decontamination

pattern of the sample case is not a restriction. Any geometrical pattern for

the region to be decontaminated can easily be incorporated into the model.
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MATHEMATICAL DISCUSSION OF DOSE CALCULATIONS

The ideal plane is subdivided into equal 4 y,4 elements

of area Z\A . Consider an M x M matrix of areas 4 A (M odd)

specifying the central area of the matrix by /. :. Let zN ]y' represent
th .th

the element of area in the i row and j column of the matrix. Referring

to Figure 13, let be a small element of area within &A , '
The dose rate contribution (& DR(x, y, t =1 hour) in roentgens/hour at

time t = 1 hour from a X to a point P located -. units above

the center point of Ao is given by

)~ (10)

where j. assumed intensity/unit area in roentgens/hour/

unit area at time t = 1 hour

/k = linear absorption coefficient of air given as

C x 10 4/cm where C is dependent on the assumed

energy level of the radiation.

The total dose rate DR(i, j, t = 1 hour) at the point P contributed

by 4 at time t = I hour is obtained by integrating

DR (x, y, t I hour) over the area iA It follows that

At time > 1 hour, it is assume that (1) natural decay of the

radioactive fallout follows a t- law so that the intensity/unit area I (t)

is given by 1o(t) = 10 (t = 1 hour) t - l '. (2) the fraction of fallout material

remaining in an element of area 44 exposed to A1 passes of a decontamina-

tion crew is given by (F) n  where F is the fraction of fallout remaining/

pass.
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Specify an arbitrary element of area L,/A as the central area

.64 of the M x M matrix. Equation(l1)specifies the dose rate

contributions from the :::%4 areas in the matrix but at time t = I hour.

At time t > 1 hour the dose rate contribution to P from z 4
L can be

written as

where F. .  is the fraction of fallout material " F at time t for a 4,'

1J d

From Equation (1Z), the total dose D(t, M) in roentgens received

at the point P during the time interval from t to t + ,, t due to the MZ

areas A in the matrix is given by

A4 M-

Finally,

/Al

/ / " (.3)

For specified values of 1oI = 1 hour) and A the model computes

the M x M matrix of DR(i,j,t = 1 hour) values from Equation (11). As M

increases in size, the contribution of the new DR (i, j, t = 1 hour) terms

to the magnitude of D(t, M) at point P in Equation (13) decreases. In fact,

given any 4 > 0 there exists an M such that for M> M

) (,/fr2) - YDtj,,,o, - C_ --

For assumed values of M = 51 and /.. = .55 x 10 the M x M

matrix was computed on the computer where it was found that approximately

88% of the total dose contribution at P is accounted for. If /k is increased

to 1. 1 the percentage increased from 88% to about 95%.
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POINT SOURCE APPROXIMATION TO UNIFORMLY CONTAMINATED AREAS

An L x L area is assumed to be uniformly contaminated with

radioactive fallout material. Define I (t) as the intensity/unit area at

time t within the area in roentgens/hour/unit area.

Referring to Figure 14 let P represent a point h units above

the L x L area and offset a distance YO It can be shown that at time t

the dose rate DR(t) at the point P is given by

FO 07 o X#

where/a is the linear absorption coefficient of air.

Instead of integrating over the L x L area to determine the dose

rate DR(t) at the point P , suppose one were to place a radioactive point

source at the center of the area.

Let where is an intensity/unit

area at time t within the L x L area such that

produces the dose rate DR(t) as given by Equation 1 at the point P.

If I and I' differ only slightly, then the point source method
0 0

in determining dose rate calculations is a valid approximation to the integra-

tion method.

For assumed values of h = 3 feet, I = 10 r/hr/unit area and

= .55 x 10I ..rn., i.g'izes 15, 16 and 17 show the variation of I

with (.i -hz. for L = 30 feet, 70 feet and 110 feet, respectively.
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Figure 14 GEOMETRY FOR DOSE RATE COMPUTATION
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From the latter figures one can determine for each choice of L the

distance d(L) such that whenever p/.- -  > r( (Lz

"10- T/ - A p 7
-o

Figure 18 shows the relationship between L and d(L) for P = 5%.

It follows from the above data that the validity of the point

source approximation to the integration method decreases rapidly with

the size of the area. At the 556 tolerance level, d(L) increased from

60 feet to 240 feet when L increased from 30 feet to 110 feet.
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VII.., ANALYTICAL EXAMINATION OF PERSONNEL
SCHEDULING

SYMBOLS USED

Time-hours after the end of fallout 1.

Radiation decay function

TN = I; Z( ) differentiable with .Z-(4) 4-0

,j'/' ,,Dose rate at time

The amount of radioactive material present at time

An interval of time, immediately following t
during which decontamination operations take place.

/- /(~f: Fraction of radioactive material removed in the interval

e- to 6 -At. f (o) = i; / 0; /f) Z) 0 o.

Maximum allowable one-shot dose per worker

Time required for worker to recover from maximum

one-short dose

GENERAL STATEMENT OF PROBLEM

Decontamination operations are to be scheduled in an area

which has been subjected to radioactive fallout from a remote nuclear

detonation. Find the times z, , -) t and the associated

decontamination periods - - "4-) so that certain side

conditions (described in the three cases below) are satisfied. We seek

and optimum schedule of the type drawn below: (Figure 19)
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Figure 19 A SCHEDULE
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Case 1

The decontamination crews, when not decontaminating, are

not subject to radiation from the area being decontaminated. It is

desired to reduce the dose rate from an initial level /O) , to a level

Fi) by a given time, ?- . Under these conditions we wish to

minimize the total dose to the crews and not exceed the maximum one-

shot dose, D.

Case 2

The decontamination crews, when not decontaminating are

subject to some of the radiation from the area being decontaminated.

Definite a number P> 1 which is the ratio of the off-duty to on-duty

protection factors. Under these conditions we wish to minimize the

total dose to the crews over the period e, to l while leaving

the shelter at most /1 times.

Case 3

Using the value P defined in Case 2, we wish to reduce

the dose rate to IT(e_) at time 6 e while minimizing the total dose

to crews while leaving the shelter at most /L times.

ANALYSIS OF CASE 1

The analysis begins with a consideration of the final period of

decontamination which starts at ; and lasts for a length of time &,h

such that 6, o 6 _m = t- , the specified time by which the dose rate must

be down to i J,) . [In this analysis -(t) is simply associated with 3(t),

the amount of radioactive material present. No attempt is made to take

into account the geometry of the situation, nor is any attempt made to define

further how one obtains J(Wt) from iC(e) or vice versa.]
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T
THence Ave) determines .J~) .Thenh

and S,, must satisfy the following system of equations

(4)

where - e, has been written to emphasize that

does depend on the amount of radioactive material present at

the beginning of the interval.

In general, iterative methods will be required for the solution
of these equations. The procedure is as follows:

a. Select a convenient trial value of $, , say 4, --

b. Solve equation (1) for . Call it j/
This step itself may require iteration; it will depend

on the form r.if the function /4 e).

c. Substitute .. 71; and Zn into (2) for &Tn and t k%

respectively. Solve for R(i)

d. Compute D(4i)from equation (3). If <

select a different value of i , say 4, Z- f

e. The iteration may be stopped when for some value

Of t , A ,)is sufficiently close to but less

than D.
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After /j J(-i) and have been determined, we apply the

same procedure to obtain , - and b., , using

-ZLr in place of z__

J - r.) T(4 in place of 7(4)

In a similar manner, a sequence -), e- {-2, - - )em-A may

be obtained. The process may be terminated when for some value

Then -e;,4 .. ,, j and ?-4 is determined by

The curve ,&/ Z'7 shows the radiation rate decay curve if no

decontamination takes place. The goal G/ in Case I is to reduce this

rate to RC)at a time, f . The process starts at 6, and continues

upward and to the left. First e, and are found by the iterative

process described earlier. Call this point ; . The point C

provides the initial conditions for determining / and F(I-/)*

(Recall that in the final schedule which results from this process, no

decontamination takes place during the -r" units of time from 73 to G2

and that the normal decay curve is applicable there. The last decontamination

period starts at -e . The curve drops more rapidly during these

decontamination periods). The process continues until one of the G7, points

lies above the /i()"/) curve. The graphical example shows that three

decontamination periods would be scheduled. The first is at ; . The

See Figure 20
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second is at now to be designated e-L Similarly, the third period

would begin at #, and can be designated e3 . This schedule will

have the desired properties: (1) Reduce the dose rate to R/ ) at time

; e , (2) Do not exceed the maximum single-exposure dose.

ANALYSIS OF CASE 2

During the jth pe riod the total dose received is

where RN is the initial dose rate.

Between the j and st period (while rest and recovery is

occurring) the total dose is

The total dose is then given by

where t A

7 L
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I We wish to select a schedule /, -, )- which

minimizes the total dose to decontamination crews over the period e/ to

T 4e while leaving the shelter at most jt. times. To accomplish this,

we proceed as follows: For every fixed 41/) Z • - - we minimize D7-
with respect to A A-Z ) , . -4 and solve the resulting equations

for A Z' as functions of Z'i . Then we substitute the 4A 4 as

functions of the / £ into j7- to obtain a function of the tZ only and

minimize this function with respect to the 1 . To carry out this

program, note that as a function of 4I and 4A ,

where does not involve 4el or Zk,

Setting 0 and simplifying, we obtain

,P 4 P (5)

We also have O'i.f- 0-f
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If -L7-0 contains -in then additional terms will appear in (5)

and (6). Condition (6) provides the condition on P that ensures Z_ et >0

From (5) we obtain 46, as a function of e . Designate this

function as /,) . If - and 1e^satisfy (6) and if # >0

the 4e minimizes Z2- as a function of Zn . Substitute

for 4 Z,7 in Pr and set 0 . o to obtain

(7)

Equation (7) involves as the only unknown. Solve for - and

ow NOW,- as a function of 4 )-., , depends only on

A, -,m 3 the values obtained for 6,1 and 16p, may be

used to repeat the above procedure to determine - and e,_ . These

quantities depend on a7.,)and ) . However, the relationship

Y('~-,)'~4d-, c ~,) Jb~)(8)

reduces the dependence to .. )alone. Continuing this process, L,

and !! will depend only on .7" j which is known since R()

is known. Using the analogs of (8), 7.() , n -" . and e Z_

are completely determined. Thus we obtain in sequence ..- (e), Y'.), I TO

which gives finally all the ,sand -t
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Under our assumptions about Y J)) and
2

7 - has a unique minimum and a unique maximum. It can also be shown

that, given the original assumptions, the procedure outlined is uniquely

defined and satisfies Z -. 0 4 , 1 '+ { j so that the

minimum is indeed found in this way.

ANALYSIS OF CASE 3

At the end of the first period of decontamination, we have

. = 9/.) / /  d j ) ; at the end of the second period we

have J -(v3 )7( .,7",",<._ A,'{/L,, 7-,7- 4Z. (L<J)
At the end of the jth period

Since 1 . and , imply J) and Yc', e) we

have

The total dose, .) 7- , is the same as that of Case 2. Let A be a

Lagrangian multiplier. Then

Setting = 0 and simplifying, we obtain

z (e ce- 7e(10)
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From (10) we obtain 6 as a function of l,1, ,j) and A ,and

as before, and {. as functions of j _7( ) and .

Then the equations

60-(e" ,(., .,i. 4= /, , 3

together with the known values of T,) ,.,( -i w ,7ec) suffice
to determine all the and .

COMMENTS

1. Implicit in the total dose, -. , formulation is the assumption

that decontamination proceeds in such a way that reduction in dose rate,

during each decontamination period, is proportional to the amount of

material removed. This assumption is not essential. It may be eliminated

by introducing the appropriate total dose calculation at each state.

However, this leads to even more tedious algebra.

2. The cases examined are "fundamental" situations on which

variation may be made. The fundamental features are the two sets of

assumptions (Case 1 and Cases 2 and 3) and the unconstrained minimization

criterion (Case 2) and the constrained minimization (Cases 1,3).

3. In Cases 2 and 3, optimization over the number, -t

of stages of decontamination proceeds most easily by trying various values

of YL
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4. Cases 2 and 3 do not incorporate the maximum one-shot

dose constraints. The following comments apply, however. If all -A 's

are such that D is exceeded, the ?- is too small to be feasible. If

some, but not all, 4 t'S are such that D is exceeded, then they should

be reduced by increments sufficient so that D is not exceeded and the

increments should be added to the earliest possible A C-5 in such a way

that D is not exceeded for them. Exactly the same comments apply if

5. Case 1 applies, e.g., when it is desired to clean up useful

area which poses no radiation problem to the population beyond it.

6. Case 2 applies, e.g., to the situation where there is no

immediate urgency for use of the area and it is not feasible to remove

the crews from the area for rest and recuperation, but that they can be

sheltered near the area.

7. Comment 6 applies to Caue 3 except that there is some

degree of urgency as expressed by / ) and 4e.

8. The case where the population is also exposed to radiation

from the area is treated as in Case 3. Add terms to D" for the total

dose to the population. Adopt the criterion

subject to fixed dose for the crews. The Lagrangian term expresses the

I fixed dose for the crews. See Comment 2. Alternately, add terms to .7"
for the population dose, make a judicious selection of R(J .)and 2 .

I and proceed as in Case 3.
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9. Assume areas A , All ,I' are to be cleaned, that

they have dose rates /t (/) , R'7(), - h7 () and that by te they
are to be reduced to R6WJ) /( J.e4 , . i i(,)] while minimizing

the total dose to the crews. This is essentially a combinatorial problem. Brute

force With: the'followifi s. im pl if i'c'ati bn should work. Assume that

each area is to be cleaned in one stage and calculate the total dose for each

ordering. Select the ordering which minimizes the total dose. It is easily

shown that this ordering is still the solution if optimal schedules are adopted

for each area.
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V", A COMPUTATIONAL ANALYSIS OF ENVIRONMENTAL
SHIELDINGI

1 INTRODUCTION

T All calculations of dose rate discussed here will be given in

terms of an infinite plane dose rate, D, . The infinite plane dose rate

is determined as follows: Assume that a horizontal infinite plane is

uniformly covered with fallout material and has'a source strength Ioper unit area

with the entire plane immersed in air as the attenuating medium. The

dose rate at a point three feet above the plane is found by finding the

contribution to total dose rate from each elemental area, attenuating this

by the standard medium (air) and integrating over the entire plane. Doing

this yields a value for D7) 25 30?r

The infinite plane dose rate can be associated with the "unit

time reference dose rate" which is ordinarily specified by the fallout contours

normally plotted during civil defense operations or as commonly specified by

various nuclear weapons effects handbooks. Of course, the time decay of

dose rate must be considered in the usual manner for these results; also,

to determine total dose, the dose rate must be integrated over the time

of exposure and with normal decay. Now the fallout contours present a

spatial variation in dose rate corresponding to the variations in deposits

of fallout material over the ground and are not a uniformly contaminated

,1 infinite plane. Computations show, however, that the dose rate three

feet above a circular disc with a radius of 600 feet differs from the

infinite plane dose rate by less than one percent, so that the approximation

of equating D) to the unit-time reference dose rate is useful in most

j practical cases.

* The source strength can be expressed in any convenient units per unit area.
If the activity offallout material is P per unit area, Z, :K p'l , where
X depends on the number of energetic particles emitted per disintegration,
the energy of each particle and contains a factor which converts radiation
intensity to dose rate:' Since dose rates are always expressed relative to
a reference dose rate in this discussion, the actual units used are
irrelevant.
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In this target analysis, a relative dose rate is presented

for each target as a ratio or percentage of the infinite plane dose rate.

In this way the results have greatest generality, and can be readily

applied to an actual or postulated fallout situation and have value in

planning operations since they present a convenient method of gauging

the effective "shielding" which a specific target complex would provide

for an exposed individual.

Certain simplifying assumptions have been made for each

of the five ; methods of computation to be discussed. Common to all of

the methods are the following:

a) The ground is assumed to be a horizontal, infinite plane

without the shielding effect which is normally

encountered due to ground roughness.

b) All areas are plane horizontal surfaces with a uniform

distribution of fallout material on them.

c) The fallout material emits gamma radiation radially

outward and with equal intensity in all directions.

d) All shielding structures in the target area have a

unity buildup factor.

e) Each element of contaminated surface area acts as

a point source and the contribution from all point

sources is additive.

Certain additional assumptions are peculiar to the

particular method of computation and will be defined as required.
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METHODS OF COMPUTATION

In general, if an area (A) has a constant source strength. 2
0

per unit ar a due to a Unfdrm .disEr.ibution:of &llout" materiali the' dos e 'rate

at'a point will be given by

-D =_/ z1 -, )B:) ,

A

where specifies the change in radiant flux with distance R and

'3e) is a buildup factor in the medium through which the radiation

passes. If we assume each element of area to behave as a point source

and have a unity buildup factor the dose rate becomes:

D e (2)

where A is the attenuation coefficient for gamma radiation in the medium.

If the radiation passes through several (r;z) layers of different media, the

term ,'d? can be replaced by £ ,kz summed over all

layers, where .AA is the attenuation coefficient for the ith layer and

di is the path length through that layer.

The problem is now one of computing the integral (2). It

cannot be solved in closed form but with certain..simplifying assumptions

various methods for approximating the integral have been investigated.
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1. Point Source at Centroid

This method is discussed in Reference 1 (Chapter 10) and

assumes that the actual area covered with uniform fallout can be replaced

by an equivalent point source of strength Q - Zc A located at the

centroid of the contributing area. It further assumes that ce-
can be replaced by a constant attenuation factor Ai which neglects the

gamma ray attenuation. of air but includes that for other media. Thus, the

contribution to dose rate at a point for the jth surface is

where d is the distance from the point to the centroid of the area.

2. Circular Sector with Constant Attenuation

This method is also discussed in Reference 1, Chapter 10,

and contains the basic assumption that any given area can be approximated

by a circular sector, Again, it is assumed that the attenuation factor is

a constant, . Using these assumptions, equation (2) can be

integrated exactly (see the final section of this chapter) giving

L-9(4
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for the contribution to dose rate of the jth area. In this equation is

the angle subtended at the point by the projection of the jth area in the

horizontal plane containing the point; A7  is the height of the area above

(or below) the point of interest, and Y2' are the minimum and

maximum radii, respectively, of the jth circular sector in its

horizontal projection plane.

3. Rectangular Geometry with Constant Attenuation

If we again assume that the exponential attenuation term can be

replaced by a constant, lj' integration over the actual rectangular (or

any polygonal) area must be performed. Equation Z becomes:

for the contribution to dose rate from the jth area. This integral cannot

be solved in closed form and is best solved numerically by machine methods.

4. Circular Sector with Attenuation

Retaining the circular sector approximation for actual areas

but considering the actual variation of the attenuation factor with distance

allows us to further refine the computational model. The dose rate can

be expressed (see final section) as
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(6)

where Z I/

Values of the integral can be determined by machine using numerical

integration or by hand using tabular data for the exponential integrals.

As in the second method above, and, Xa, define

the circular sector which approximates the actual contaminated jth area.

5. Rectangular Areas with Attenuation

With this method the limitation imposed above by use of

circular sectors to approximate rectangular areas is removed. For a

rectangular area, equation (2) would be written

-9(7)
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More complex areas could be broken up into any set of rectangular areas

each of which could be expressed in the form of equation (7). This integral

can best be evaluated using numerical integrations by machine methods of

calculation.

Methods of computations 2, 3 and 4 have been programmed for

the IBM 704. Results for specific cases are shown in the next section.

The first method is simple enough for hand computations to be adequate;

preliminary results of calculations showed that the small differences in dose

rate and the additional complexity of method 5 as compared to method 3 did

not justify preparation of an additional program. A more comprehensive

method of computation is discussed in Reference 4, but the extension of

work to this additionaldcgree of complexity was not felt to be warranted or

required for the present study.

RESULTS AND DISCUSSION

This target analysis considered several different cases to

illustrate the methods of computation and vary in complexity from simple

idealized geometry to a complex city geometry which approximates an

actual situation. Each of these cases will be defined and results discussed

in detail in the ensuing paragraphs.

Circular discs - for this case the dose rate was computed

using method 4 for finding the dose rate at a point three feet above the

center of a circular disc. Air attenuation was assumed. Computations

were made for discs of various radii in the range from 10 feet to
*

10, 000 feet. Results are shovn in Table 5.

Tables 5 to 12 are shown in Appendix II
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Cylindrical farmhouse - method 4 was used to compute the

dose rate at a point three feet above the center of the floor of a simple

cylindrical structure which is located on a horizontal circular disc of

radius 600 feet. Various structural parameters were varied; namely,

the radius of the building was varied from 20 to 60 feet, holding the

building height at 10 feet with walls and rooftop of wood, two inches thick;

the height of the rooftop was varied from 10 feet to 35 feet, again using

walls and rooftop of wood two inches thick and holding the building radius

at 30 feet except for one case ( H = 27 feet ) where radii of 30 and 50 feet

are computed; finally, wall and rooftop thicknesses of four and six inches

of wood are used for various radii, holding heights at 10 feet. Results

are shown in Table 6. Note that the contribution to dose rate from the

rooftop and from the surrounding area are computed separately so that

one must add the contributions from the two to determine total dose

rate for each case.

Study of the data in Table 6 shows that increasing the height

of the rooftop above the observer has a much greater effect than

increasing building radius. Also, this case illustrates the value of even

a small amount of shielding as compared to an individual exposed to the

full radiation field with only air as the attenuating medium.

Residential area - an idealized target area representing a

typical residential area was analyzed by both method 2 and method 4.

A map of the area is shown in Figure 21. For both computations, the

dose rate at a point three feet above the floor at the center of the center

house is found. The results (Tables 7 and 8) show a comparison between

the two methods of computation; on the one hand, the simpler method in

which an exponential attenuation factor is used to multiply the integral

gives a total relative dose rate of 55.8%; for the other, in which the

This residential area is similar to the example used in Reference 1
Chapter 10, and was analyzed for use as a test case in checking out
the computer programs.
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exponential term enters into the integration, total relative dose rate is

50.8%. The difference between these two results is sufficiently small

that use of the simpler method of computation, which is amenable to

hand computations, is justifiable for use in estimating dose rates for

planning purposes. Furthermore, since the simpler method will always

yield higher than actual values, such estimates will be on the conservative

side.

Shopping plaza - the shopping plaza case consists of a row

of attached stores separated by concrete walls one foot thick. The rear

wall is also one foot of concrete but the front wall was assumed to present

no shielding since the display windows would have little shielding effect

even if they survived the blast effects in an actual attack. Building

heights were taken at 15 feet and the shielding factor for rooftops was

taken as a three inch wood equivalent. Dose rate was computed at three

feet above the center of the floor of the center store. A map of the shopping

plaza is shown in Figure 22. The shopping plaza case was also analyzed by

both methods 2 and 4. The results are shown in Tables 9 and 10. Total

relative dose for the computation with "fixed attenuation" is 14.8% whereas

for the computation "with attenuation" (i.e., with the exponential term

retained under the itegral sign) the value is 9.4%. Again the simpler

method yields the more conservative estimate. It is interesting to note

from these results that almost the entire dose rate is contributed by the

areas immediately in front of the front window of the center store. This

again illustrates the importance of shielding.

City complex - an idealized target area was analyzed

representing a typical city area. Detailed maps of the downtown area

were obtained from the Planning Office of the City of Buffalo, New York.

From these maps, information was obtained such as street and building
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dimensions, building materials, wall thicknesses and the like. Using

this information, an idealized city complex was created. A four block

area was considered and plan view map is shown in Figure Z3. The

profile views looking both north and south from the central street

show the building heights, and are presented in Figure 24. The plan

view shows the scheme of numbering the areas for the computations. The
building material and number of stories in each building are also shown. The

height of one story is taken as 1Z feet. Dose rate calculations were made for

five different points (floating origins) along the central street and are marked

A through E. Each origin is at the center of the street, three feet above the

pavement.

Computations for dose rate were made using method 3 and

results are summarized in Table 11. These results are also plotted

in Figure 25. In addition, the solid circles shown in this plot are those

determined by subtracting from the computed dose rates 50% of the

contribution to dose rate from the central street area. This is done to

show how much the dose rate would be decreased by even a relatively

inefficient decontamination procedure applied only to the street area.

Table 12 is one of the data runs from this program given to illustrate

the contributions for one of the origins (Origin A) from the&ndivldual

contaminated surface areas and also showing the shielding factors used.

The shielding factors (labeled "ATT.CONST." on the data runs) were

determined as follows for each area: Only those slabs of attenuating

material were considered which completely shielded the floating origin

from the area. Thi thickness of the air slab for each area was

determined. from the distance between the origin and the closest point

of the area. The horizontal slabs taken for the intermediate floors and

rooftops of multi-storied buildings were taken as one foot wood equivalent

regardless of the building material. By neglecting those buildings which only

partially shield the origins, the computed dose rates will be on the

conservative side. On the other hand, apertures such as windows, doors,

etc. in buildings are neglected in the computations and these would tend to

increase the dose rates.

-100-



o6 LLi
CLfl 0' .

L 3c

F -- C.)u

I_ I I

U In

LUI

2c C.)

a3-

IDJ

In-

1010



I0 =

= t

d CD Q

l-

o- C) 0

C, LA-

co.

I Ch

T E
CJ

-102-



IrI
CC

- LA 1=

=- ---------- 4c----------L a ---------- .... LU
-- - ---- LU-

F- vk LUS

CC

----- ....* ----- ---- ---- . .... ..........

* La

a ICD

----- - ---- ----- ..... ..... ......... .........

..... ..... ...... I----L

----- ....... I ------

a a a IL 
A .

...... a--a-a--a-a------a

------------------------- ..a.....a.

coA.

Nounsivio
iN3083

_ 103-



DOSE RATE COMPUTATIONS

1. Circular Sector with Constant Attenuation

l~Lr

hj d x-X C

AREA

sj
0e=0

Figure 26 CIRCULAR SECTORS
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Given : (1) The area, , defined as a circular sector in the . v- plane

with minimum and maximum radii of /, respectively

and subtending the angle rpeil

(2) The point P lying along the axis to the circular sector, J

a distance /(' from the .z," plane.

(3) A uniform distribution of fallout material on such that the

source strength of gamma ray flux in any direction is _" r/hr

per unit area.

(4) The area . is immersed in an isotropic homogeneous

medium with total absorption coefficient/k

(5) Buildup factor !5 1

Find: The contribution to dose rate at the point P due to area

assuming the attenuation of radiation is constant for all points on

the area.

The dose rate contribution at point P will 'be given by:

z - _7"_ __ _ ,,_ (8)

0 X,'2"a

If the attenuation is constant over the region of integration,

then a-/r constant and

-Y2. X~ (9)SA110-
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Also, / -
'  1-

(10)

and X

Integrating,

Z,, -1o A-
(12)

2-. Circular Sector with Attenuation

Given: Same as method A

Find: The contribution to dose rate at the point P due to area S
with consideration of the spatial variation of absorption.

It is now necessary to integrate 8 retaining the exponential term.

Again using the transformation 10 we get,

. 4C1/ (13)

0 0
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Now let r

4(14)

where -* """/ 7" j7 7"t
' .

Integrating with respect to

z* ~'~ (15)

This integral cannot be solved in closed form. The integral can be

evaluated by machine using numerical methods. For hand computations

the integral in equation 15 can be expressed in terms of the exponential

integral6

E .. 6
e£Z-) (16)

-7
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dA (17)

Values of the exponential integrals ')are tabulated in standard

tables.

Tables of Sine, Cosine and Exponential Integrals Works Project
Administration for the City of New York, N.B.S. 1940
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SUMMARY

The radiation fallout pattern time history of civil defense exercise,

"Operation Vigilance, 1963" is analyzed with respect to the availability of

shelters for the population and the critical facilities and population areas

in need of decontamination. In the southern part of the County, the natural

decay of fallout will remove the need for decontamination. In the northern

part, however, a general decontamination is needed to permit early re-use

of large areas and large amounts of spot decontamination needed for access

to and use of several critical facilities.

It was determined that decontamination was both possible and feasible.

The decontamination plan consists of (1) flushing streets and roadways,

(2) firehosing the roofs of structures and (3) the removal of the upper surface

of ground surrounding the structures. The flushing and hosing operations

could be done using available equipment, possibly supplemented by other

suitably adapted apparatus. Removal of lawns or soil could be done by

the dwelling or structure occupants on a regulated exposure time schedule.

For the conditions existing in Operation Vigilance, 1963, in which approxi-

mately one-half of the city required decontamination treatment, the decon-

tamination operation can be done in four to five weeks after the attack.
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INTRODUCTION

As a part of the exercise "Operation Vigilance 1963" conducted by the

Consolidated Erie County Office of Civil Defense, a study was made of the

problems involved in and the feasibility of decontaminating the areas affected

by fallout. Since this exercise was based on the problems caused only by

fallout from bombs assumed to have landed outside of Erie County, the

additional complications that would have arisen in decontamination procedures

in the presence of blast and fire damage were taken not to be applicable

to this study.

The problem studied was to answer such questions as "what can

be done to decontaminate access routes to critical facilities atid to decon-

taminate the facilities themselves; and when can it be begun?", and "what

is the feasibility of decontaminating the worst areas to advance the allowable

date of reoccupancy?". To answer these questions, it was necessary to use

the best available information on decontamination techniques. Data from

Refs. I and 2 were used, with modification to compensate for difficulties

that would be encountered in actual practice. Examples of such difficulties

are: transporting of water from the nearest hydrant or other source; the

routing of the decontamination apparatus, and allied problems required by the

necessity that street flushing proceed from higher to lower elevations; the

effects of abandoned vehicles in the streets; and the problems of frequently

changing decontamination crews to avoid their overexposure. These

complexities were assumed to result in average values of miles of street

decontamination/vehicle/hour which are far less than actual vehicle velocities

while flushing.

The admissible dosage for individuals is a determining factor in

several respects, such as: (1) the time when a structure can be reoccupied

without decontamination, (2) the completeness of decontamination needed, and

(3) the levels of ambient radiation under which decontamination crews can

operate for durations of practicable usefulness. This study is based on the

assumption that the admissible individual dosages (in the worst cases) are 30

Roentgens in a day, 230 R in two weeks, or 1000 R during a year. These

values, which are relatively high compared to the values often used in studies

of community health problems, are based on Refs. I and 3. They must be
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considered to be emergency values for volunteer crews, since some individuals

among the crews which receive the maximum admissible doses under these

regulations will suffer immediate illness and/or permanent effects. However,

examination of the results of this study and consideration of the consequences

of the much greater fallout possible in heavier raids indicates that the values

used are probably representative of what would be used in actual circumstances.

In performing this study, the information available from several

sources was used. The fa'llout patterns were made available by the Radiological

& Chemical Officer of the Civil Defense Office; maps, the comprehensive

data on shelter locations and capacities, and the data on equipment available

were provided by the Civil Defense Office Headquarters staff; and the "Operation

Vigilance 1963" reports of the following services were made available and

found very helpful:

Medical Fire Training

Welfare Police Northwest Zone

Resources and Production Manpower Northeast Zone

In addition, the experience generated at Cornell Aeronautical Laboratory in

performing the Office of Civil Defense Project "Radiological Target Analysis

Procedures" was most helpful; and the writers wish to express appreciation

for permission of the Laboratory to participate in "Operation Vigilance" and

for assistance in publishing this report.

SITUATION - OPERATION VIGILANCE 1963

At 1800 hours (6:00 pm) on 18 January 1963, a one megaton surface

blast bomb was assumed to have fallen on the north end of Grand Island. A

NW wind was assumed to have carried the fallout from this bomb into Erie

County. A similar bomb near Erie, Pa. an hour later was also assumed but

with little effect on Erie County. These bombs were assumed to have

negligible blast and heat effects in Erie County.

As shown in Figure A-!:at H + 1 hour a zone of intense fallout

(3000 R/hr at edge of zone and up to 10, 000 R/hr or more in center) about

three miles wide which, in Erie County, extended from the Niagara River
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between the South Grand Island Bridge and the Town of Tonawanda, across

the Village of Kenmore, North East Buffalo, and Eggertsville, over the middle

third of the Town of Cheektowaga and into the western half of the Village

of Depew. In the surrounding area, the intensity at this time decreased

steadily to 1000 R/hr along a line running from the Peace Bridge, southeastward

through downtown Buffalo and Cazenovia Park, eastward through Ebenezer

and the Town of West Seneca, then swinging northward through Alden and

finally northwestward through the intersection of Main and Sheridan and into

North Tonawanda.

At H + 49 hours, these boundaries, had reduced from 3000 and 1000

R/hr to 30 and 10 R/hr respectively. At H + 2 weeks, these boundaries

were 3 and 1 R/hr. In the very intense core, an oval area about three miles

wide and 9 miles long in the NW/SE direction and centered at the University

of Buffalo had intensities of 100 R/hr or more at H + 49 hours and 10 R/hr or

more at H + 2 weeks.

SHELTERS - COMMENTS

This exercise assumed that everyone had entered an available shelter

with a radiation attenuation factor of at least 100. However, it should be

pointed out that in actuality, this would not have been the case for two reasons.

The first is that the hardest hit area is largely residential, having a very few

large buildings. Thus, with the very small number of adequate home shelters

now in existence and with most of the public shelters located in the larger

buildings in the downtown and industrial areas (see Figure A~rZi.,,.qe- lf-f.the

people in the hardest hit area would have been able to reach adequate shelters.

It is also pertinent to note that at 6 pm when the bomb fell, most of the

population would have been at home. The second reason is that in the NW

portion of Erie County, many of those persons out of doors at the time of the

blast would have 'Ifadel toward the blast and in most weather conditions, may

have been temporarily blinded. Without assistance from others, they would

not have been able to reach shelters.

-115-



The ;tssirnption is morI'c-e rp r) )r. s0,nt,,tiv C (f the probable La S C in the

rei i<,iudrr o.f the C ounty, especially where rnior public shelters are available,

and v. here the fireball would h;ave bu. en more distant and lower On tht! horizoni,

so that intervening trees and buildings would have obscured much of the

glare. However, even in this area, it is highly questionable if a suffici.ent

number of adequate home and heighborhood shelters could have been reached

in time under the present conditions of public awareness of the problem and

knowledge of the location of the nea rest adequate shelter. Based on estimates

re, eived from the Radiological Service combined with population estimates

for the area covered by the fallout, the Medical Service report arrived at the

following t timate o1 casualtie, from radiation: "Assuning that 400,000 persons

living in the high fallout area were able to reach shelters with protection factors

of 100, it was expected that there would be 20, 000 deaths, 200, 000 mild to

severe cases of radiation illness and 180, 000 not affected. In the event that

there were people not in shelters at the time the fallout descended the d, ree of

radiation injury would depend on the time spent outside the shelter before

the person reached shelter." The limitation of shelters with factors of only 100

in a high fallout area is apparent.

These considerations are, in actuality, outside the province of this

report. However, they becamre so startlingly clear during the conduct of

this study that a comment on them was felt to be warranted here.

NEEDS FOR DECONTAMINATION

The need for decontamination can be seen from the following data. Taking

as allowable limits the criteria that an individual should not receive more than

30 R/day, 230 R in two weeks, or 1000 R in a year (or lifetime), a person

withno previous exposure (i. e., having spent all of the time since the st,'rt

of fallout in a perfect shelter), could at about H + 10 days safely reoccupy

buildings in an area which had had 1000 R/hr at H + 1 hour. However, the

corresponding times for safe reoccupation of buildings in an area having

1500 R/hr at H + I hour would be H + 3 weeks; for areas subjected to

3000 R/hr at H + 1 hour, the allowable entry time for permanent residence

would be 2-I/Z months; and for I0, 000 R/hr at H + I hour, the waiting period

would be 7 months.
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It can be seen from Figure A-ithatinthe southern portion of the County

it would be possible to leave the shelters and resume more or less normal

occupancy in periods ranging from a few days to a few weeks. Within this

period, some local decontamination would be required to allow the resumption,

or continued operation, of essential services and utilities (fire, police,

electricity, water, gas) and to provide access to and operation of hospitals

and aid stations. In addition, there would be a desire to provide access to

shelters and local fires and to permit transport and delivery of fuel oil,

gasoline, and possibly some food.

Shelters are stocked for two weeks. Also, the radiation decay rate is such

that there is nothing to be gained by moving a person from an inadequate

shelter to an adequate one after, say, 48 hours. Therefore, in the southern

part of the county there would be little urgent need for access to the shelters

during the first two weeks. General decontamination will not be required in

this area. Because of the large area involved, the time that would elapse

before it became possible to emerge to start decontamination and the relatively

short time during which general area decontamination would be needed in the

southern part of the County, it is likely that in most instances the natural

decay of the fallout will remove the need for such decontamination before it

would be feasible to attend to it.

In the northern part of the county, however, Figure A-4Ii'i1statdthat

approximately 20 sq. miles are contained in the hottest area where initial

radiation appeared to be as high as 10, 000 R/hr., another 50 square miles

in the area affected by 3000 to 10, 000 R/hr and 70 more square miles in the

range 1500 to 3000 R/hr. If no decontamination were to take place in these

areas, if the occupants were housed in perfect shelters (infinite radiation

attenuation factors) and if the shelters could be restocked, the population

might wait in the shelters for the required periods (7 months to 3 weeks) before

reoccupying their homes and business in the normal way. If shelters with

attenuation factors of about 100 were used, the times required before use of

the shelters could be discontinued would be longer. Also, some deaths and
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much radiation sickness would have occurred and there would be urgent need

for a large amount of evacuation (especially in the 10, 000 R/hr at H + I area).

However, where the shelters are adequate, it is possible that, at the

expense of extending the total duration of shelter occupancy somewhat, the

occupants could, after a few days or weeks (depending on the situation), leave

them for short periods each day. The permissible periods would depend on

how much radiation they had received up to that time and the rates that would

be encountered both inside and outside of the shelter in the future. Thus,

with restocking and other assistance, many occupants in the most hard hit

areas might continue to occupy the shelters in their area and participate in

the decontamination of their own property. But, the times of occupancy

would be long, for cramped quarters, and the determination of the allowable

time out of the shelter would be complicated - varying from location to location

and with the radiation history of each individual (especially where home

shelters with varying attenuation factors are used) - so that its computation

and regulation probably may be impractical.

In any event, extensive evacuation of shelter occupants in these areas

at the earliest possible date may be necessary. Also, the 10, 000 R/hr and

3000 R/hr areas would require extensive general area decontamination if the

populations in them are to be allowed to reoccupy their buildings within a

reasonable time.

In addition to the necessary general decontamination to permit early

re-use of large areas, a large amount of spot decontamination would be needed

in these areas. Access to and use of several facilities in this area is needed

at the earliest possible date. These facilities include a major electrical power

generating station, two major hospitals, a number of water intakes and storage

facilities, several gas storage tanks and petroleum processing and storage

areas, and several universities and colleges, in addition to numerous police

and fire stations. Further, the contaminated area cuts across all of the major

routes of communication between Buffalo and Niagara Falls. Finally, if the

occupants of the shelters are to be evacuated or restockecd pending the

completion of decontamination operations, access to the shelters is necessary.
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DECONTAMINATION - TECHNIQUES AND FEASIBILITY

Decontamination techniques and equipment required have been developed

and reported upon in Refs. 1-5. Experimental tests have been conducted indi-

cating the effectiveness of various types of equipment, such as nozzles and tank

pumping apparatus, and the operating procedures and conditions under which

they would be used. From the results indicated in reports 1-5, decontamination

could successfully be accomplished by (1) flushing of roadways; (2) washdown of

roofs; and (3) removal of lawns or upper few inches of soil. It is shown in these

references that effective removal of fallout type particles can be achieved on

roadways and roofs by using highway flushers and/or fire hoses, provided that

certain practicable flow rates and pressures are used and that the correct

flushing techniques are employed. In structures where the upper one or two

levels could be closed off and left vacant for six to seven months, washdown of

the roof somet::.es may be dispensed with.

There are roughly 40 miles of roadway per square mile in heavily popu-

lated areas and 10 miles per square mile (or less) in semi-rural areas. The

hot areas are approximately evenly divided between both types of areas. Thus,

there are 3500 miles of roadway to be flushed. Considering traffic difficulties

(abandoned cars on the roadway), leading of water, travel between work and

water supply (fire hydrants), changing of crews in a safe place, a water flusher

equipped with the required nozzles and apparatus is expected to clean one mile

of roadway each hour.. If we have 1.0 flushers in the area, this implies that

there are 350 hours of work for each of them (or two weeks working around the

clock). If the rate of flushing achieved is faster, then less effort will be re-

quired. Now, if the minimum useful period of a crew to work is one hour,

operations could begin one day (24 hours) after attack in the area where

radiation is 1500 R/hour* and could progress inwards into the hot areas.

Start times are two days or later for the 3000 R/hour area and 5 days for

the 10, 000 R/hour zones. By working inwards toward the hottest zone, these

start times can be complied with. A report from the Resources and Production

Service - indicates that it would be impractical to use any of the vehicles in the

Transportation Service (such as tank trucks, tractors, etc. ) for a period of

* Radiation at one hour 1 (1).

** A technical group associated with Erie County Civil Defense.
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H to H + 7 days. From H + 7 to H + 28, it is possible to decontaminate this

equipment so that by the end of that period all resources would be available.

The number of vehicles are much greater than the ten vehicles assumed in the

above analysis but further investigation is needed to determine the number

equipped with suitable apparatus for the task.

Fire-house crews could perform roof-washdown immediately after the

road-flushers. They would, of course, be limited by the same work time limit

(one hour at the start) as the road-flusher crews. If a fire-hose crew spends

5 minutes on each roof washdown, then 17 crews are required to follow each

road flusher or 170 crews each hour. The flushing crews may consist of

members chosen from the public, supervised by one member from the fire

department so that fire-department personnel will be available for the entire

operation.

Whereas decontamination of roadways and roofs require somewhat special

equipment and experienced manpower to at least direct the operation, the de-

contamination of the ground around each dwelling or structure could be done

by each individual occupant. The operation would consist of removing the top

few inches of lawn or soil and depositing it at the back or remote part of the

yard and covering it with about a foot of dirt. The bare essentials for equipment

would be shovels and wheelbarrows.

For the sake of efficiency, residents might form teams so that some work

the shovels and others the barrows. It is estimated that each man can remove

five square feet of sod per minute or 300 square feet per hour. If each lot con-

tains 10, 000 square feet, then 33 hours of labor are required. This work may

be divided into 5-1/2 days of 6 hours each. The entry time for a 6-hour shift

is 5 days for the 1500 R/hr zone, 10 days for the 3000 R/hr zone, and 24 days

in the 10, 000 R/hr zone. Therefore, by the end of 4 or 5 weeks after impact

enough general decontamination can have taken place to allow people to resume

normal activities. Direction would have to be provided to each occupant or

worker for the allowable time or frequency he should be able to remain out of

the shelter depending on the radiation history. The task of decontamination of

ground areas could be done more efficiently if earth moving equipment and

operating manpower were available and the area was accessible to this type

of equipment. Narrow strips or small areas cannot accommodate the large

machine equipment or spacing between dwelling may restrict the machines

from access to rear areas. There are, however, many types and sizes of

machines of the garden tractor variety that could be used in small areas.

An assumption for this experiment.
* Based on 50 ft lots, thus 100 houses/mile each side of street -

or 200 houses/mile on both sides of street.
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Instead of removing and depositing radioactive ground in back areas, it may be

more feasible in some cases to dispose of the ground similar to a snow removal

operation. A further study of all the types and sizes of available equipment that

T' could be adapted to the task is necessary.

IT Some areas like hospitals and utilities need to be decontaminated very

early. If the utilities can be operated without extensive human supervision, it

would be best to defer decontamination for at least 48 hours in the 3000 R/hr

area and 5 days in the 10, 000 R/hr area, i. e., until it is possible to work a

crew at least an hour. Fortunately, many of these structures are massive and

portions of them constitute fallout shelters. Therefore, in many instances, an

operating crew will be available on the premises to perform brief tasks of

maintenance and adjustment as soon as the radiation level permits some egress.

Emergency decontamination around hospitals and critical tasks at utilities might

proceed as soon as a 10-minute opportunity is available, i. e., 11 hours after

attack for the 3000 R/hr area and 28 hours in the 10, 000 R/hr area. It is im-

portant that personnel who will perform the work are prepared to be very

efficient because at 10 minutes per man, many men will be needed. The

eventual decontamination around hospitals in the "hot" area should endeavor to

remove contaminant up to a distance of 300 ft. Cleanup should be quite meticu-

lous near the building, but does not need to be quite so careful farther away.

Furthermore, roof washdown will be required unless it is feasible to vacate

the upper two or three floors of the hospital. Until the decontamination has

been completed, patients will have to be well sheltered.

INFLUENCE OF WEATHER

The foregoing analysis was performed using data applicable to fair

weather with temperatures above freezing. The exercise being considered

here took place in January and Western New York encounters several months

of freezing weather each year.

From the nature of the operations involved, it appears that if a snow

cover existed at the time cf fallout and was not deeply covered by additional

snow before decontamination began, techniques for removal of the snow from

streets, roofs and yards would suffice. In this case, the snow (or at least the

top few inches of it) would have to be removed to a remote area, not just

plowed to the side. Clearly, a brief thaw or a heavy snowfall before decon-

tamination could begin would seriously complicate matters, as would situ-

ations of drifting snow. In extreme cases, any general decontamination

would have to be deferred uantil Spring.
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In the event of cold weather without a snow cover, an even less hopeful

situation would exist. Tests with street sweepers and vacuum cleaners have

shown less favorable results (Ref. 1), providing less complete and less

efficient removal. However, in cold dry weather, such methods would have to

be used to the extent possible. Streets, sidewalks and paved areas could be

swept or vacuumed, flat lawns might be vacuumed. At present, there appears

to be no practicable method for treating large areas of roofs or rough ground

during such weather.

One favorable aspect of weather is the effect of rain. A heavy shower,

subsequent to the initial fallout, would wash most of the particles containing

radioactive materials off sloping roofs and crowned roads. Some of the

material would be washed into sewers, other portions into gutters. Subsequent

decontamination efforts would be simplified appreciably.

-122-



I
REFERENCES

1. Miller, Carl F. Fallout and Radiological Countermeasures

(to be published).

2. Radiological Decontamination, Office of Civil and Defense Mobilization

NP-23-2. 8 DRAFT April 1961.

3. Lee, H. A Method for Determining Mission Re-Entry Times for

Fallout Contaminated Industrial Complexes USNRDL-TR-585

March 1962.

4. Glasstone, Samuel The Effects of Nuclear Weapons AEC -

Dept. of Defense 1962 (and 1957).

5. Radiological Recovery of Fixed Military Installations TM 3-225

NAVDOCKS TP-PL-13.

-123-



. 17 RADIATION FALLOUT PATTERNSY

6 AA A

V .
I 3,

ROENTGENS PER HOUR

H+I HR H+4~9 HRS. H+2 WKS.

A 10,000 100 10

F 10

ERIE COUNTY N.Y
CONSOLI DATED OFFICE

OF CIVIL DEFENSE I

A u
Al~n 201. i*.011 ,909 100l 7610 00160 HAN0

Wl1500,0110~~~~~~~~~ L.1 Iabo \.V sb~ 6, 60040010 .6

Rollfl.0orl 6,71 0p.0 o~t 6.01 0000 10, 14* ~ : ~ ~ o .80

000..1. 632 t00001* 12233 10000 .10 II. 76 0 000 7.1Of

Wo . ( .21 7. . 2 .. 6 .00 .. 9 00 200 0..d 00 58

0100 .03 0.6 0110I157 '"h,100 6 l.06 Ob lo .0 odnO 21

9" ld, 761 o.695 L0 ..... 0 W 03,663

Figure Iad 5:2
.I!:A , " .25 ":1-124-360



AVAILABLE SHELTER DISTRIBUTION T I

ARA SHELTER A GA A/

A 192,800 /

829,900 9/ 6. ILO

C 41,:200 .,. .

E 11,800
F 60W'
G 2,080
H 63

K 1

ERIE COUNTY N.Y
CONSOLIDATED OFFICE

OF6 CIVILS DEFENSEa,..0

06670? ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ A Aoht m0,% ~yL0*n. 2,5661 07,~.d ,

67~~~ 2,A~1777

67, ,6 66.1 .66hr, 7.1 oln ,61 Lo.6l566

07666.,711.~ ~~~~~~ ~~~~~~ 6,1m.,g 91166tl 6.11 40,d 662 6.71 ,0

A 66A,.. 676 f~..(.1 . 662.. .1 9, ,7 . ,2

~r~t. 622 L~o~.6., 60.2:6 60606 .106 01,I A,,6 A0t 6 17, .5.0

m.. 06,6 7. V6 Q-,', A,68Set 226 ''s 6.7 666 ~ 5

86., 663 0,6,Olls 7.1 f.8oRo 1.66.,a,,a 967S A,6 .6

2:1 15'-



APPENDIX II

Digital Computer Results for Target Area
Shielding Analysis

(These data illustrate the methods of
computation and are discussed in

Chapter VIII)

-Iz 6 -



0 A 10 - 4I : 0 r I
w 0:

WIJ ~ ~ - -[N4 -1 -- - 44 4 3.04
00 D 10 0 OO D D OD = Ono~- ( 0

*j I" u U Ui U uj w .n k Uw a ws w Li W L\o, a a L!

, 1 t- ,w - 0 1 u 1)- lr-N - N ) n i 1a

-0 A 0 o 0-N N iq4 z Id, I r
r 4.*- 4 I N.4 14 ' NI .4 -Z -4 Z-4 -NO401,1

U- In0a 0 0 0 00I 0 10 G o 0 0 0 0o3m c ac 0

o3Xi j4N% '0 N~ 14 N0 0' 0 N NI fM %I N N *

0 0 0 0 0 D 0 0 ;00 CO1 110 10 10 00 0 0 0

-C u 4 '000 D' 0 0 '00 D0 D 0 D0 '" 0 0
_j -- :Z 0 00 o 00 0 D0D 0 D(0 :)0 Q0 0 0 D 0 D0

0 q,( i 000 00 0 0 N 0 00 NO 0 10 D 0 :10
4j 000 000 0 0 0 0 0 0t t 0n 0 0

0 O;0 0 00 0 0 0 0

0r '.4 Q. NZ 4040.

A 04
LULI

0 Clii
ac 0'AI-- ci

Z;. M ~ 000000000 OD D 0 0 0o 0 0 0 0

LU~
ifl W 0 0

0 0% wL 0 C 0 0 0 0

w 4

.U0 LL
LD 0 0..

< v

00 LL. z

> 0

CL 0W -
I- k.- C

D Lii N A 0 r - W O ' n d 0 4 - C -> 0 1- 9

- 127



n ID l' 'A JO

- q' N: DI a 0 a
11 II .NA I I NI % (

u 0 0 zo 0~~~F 0 03 0 Jo Z)4 a 0 D 0 ;)0 D >0 0 ; )0 D0 o >0 0 :
0 0 DN0 0 0 0 O. 0-D'0 :5 0 D00 3 0 44 00 0 0D ) 0 0,0 )a 0N

V) ~ . 4 ) - I N AN4 J N 4 4~ 0. IJ LIN{ 03W '
I- m4 i 0 4 't n 4 - n.m '0 '0 . 0 "1 0 ~

*m Il 41 ,* Olt I4h t*:: ; c , 'a o

LL~~ ~ ~ 0L 4 0 0) 00 0 0 0 0 00 Z0)0W Q 0 0 3 DD. Qa0 0 oDc 0 0 0
'-40 0 DO40 0 0 01 D 0 0 0 0 0D 5- , 0 D30 0 0 0' 0 D 0 , 0

en 1 ( q0) m 1 %A n1 m3 n3 (q 1% m3 (1 1 A 44 L tmIU ,%4 4*4 1 M 4 'I 4 In 4 I 03m I

'1 4 0a0 Dc c o0a D '0 F '0 OD0c nDw 3 w D oDIn4 C 0 co 0 co F- m 'O 0
r4 0t N.JNN0 4C ' I 0 N 0 14 4 N . , 4 14

o a0 a' 04 .
Q4 w0 0~ .4 % 0 . . - FF . .. ~ I. -

W0 1 00 N 0 00 0'1 00 0 3 0 . 1 10 310 :1 N a 1,00 10, I' 4 . .0 1

.i0 DO03 0 0' .0 D4 i 0 D N 4 30 . 0 0 0 0 s 0 0 a- 0 0

03: 03 3 0:)ao0 3 0 0D 0 0 3 0 DO 0 0 0 30 0 )0 a 0 0 0

V. . . . .3 .3 . 3 . 0 .. 1 0 .0 0 ! Ii 0 .0 0 1! .0 .0 . 0.

U.1 j N0: ano 0 0 0 0 ; 03 03 o3 o3 o3 0 0 o3 0 o o

w0 '00 Dcn0 0 A 0 "A Z0 In D 'In 0 0 '> In Z0 m0 "I m0 '0 '0 4') 1In0 x

0 0a: 0 0 0 4) 00 a 0 0 0 0 0 0 0 0

:34 - 0 0 0 0 0 0 0 0 0 0 0 0 0 0 D
:3L .0 0 0 0 ) 0 0 00 0 0 D DI

0 -%: ! . . . . .4 . . . . . . . 4. . ... .4

144 N 0D 0 0 00 0 0 0 0 0:1 1 0 00 o 0 0* 0 0 0 0,: 0 1 0 01

J w 00 4.-4 1

3g >
;: 0 

0

tJ .jz' . 000- 0. 00 Doi) :) '0 '0 D 0 C1 " 0 '0 Do 0 D '0 ' 0 )0D

0 i- b0 : ! -. -. 0 . . # 0 24 2- '0 24 2 9
1- 0 

.4 
%1- f

00 -L n 4 .0 0- 04 0 , N- 0 0 -0 t0 0 c4 n 0- n 0- 0 0 0 0- 0 nP n

aoF0 _u ~'
0~~~ ca4 V'V U 4

<FF 0 0 0 ~ s N N N . 4 4 4 4 ' 0 . 0 .

w. 0 n 0000 0 0 I0 0 0 0 0 0 0 0 00)
'V 0 0, - 4 I - 4 - - 4 - - 4 4. .- 4 - .4- 4 - 4 -. 1 -

40 .4 0 0 0 0 w 0 0 0 0 0 0 0 0 0 0 0 0

4% 0 0 00 0 0 0 0

0 4 0 >

z 9z 44143 C0.~41''F It. -' IF F- t5 (Y E 't '01

0 -'i NF M NI N, '0 N F104

ILI; ZIg c- I z IL I '

C L. . a U C 1 . 0 - 0 I J I.C L A . Ll 1 - 0 0 I J 0 U I X ' , L
n .................................................

'I w 0 0n 0 0. 0 :



4.C CC~ O 0O.' OCCC CC.013c c C-C.OC-Occc v(. CC. C.C~~~cc
oI) I3; jul 1.1 U-h I t, IVg'3l.3 4Il 'I3b.~t U3'41.L u IL.~I 3l.3.,13 341a3j

- c pi;IIu

atl ti ss ~ a it)i~ a t U!IIawU! I a 1,1114 1 l a a i

o14- 4 N Oi0 C) a%30 InN 0 N. 0 4 0 IV UN NnI - I m" N ;N N .. 0 C CC 0' 0 30C 3,t- 1 N N 5. -4 4

01 0 * . 4 .. 0... * * **C, 0 2 w

A1 i- r- ,-44N0 ,U II

C' 0 C I. r, c 0 In 0 . . c0 4'i c C: OCCCC ,C C ".c C, ,.CC 0c 0C 01
4 NN H W erN. AIn I 4 1, 4 N 0 I PN' 4 .- r 3 .'C .31 '. 344. 1. p . 3 .4343.

'.C'
C,0 C4 00 0C 0 C. C C , C: CL* CCCo.- s rC 0 CC.C(-cC, l000c Q e3-QCQ3OC' r*.O <?00 03-0 0

0 0  
CC CC.O,000C. o3 -c .I C C o1c COOOcaj 0

W.. N. N31 r4,0,0 0, o rc vV we
0/~4 

0 0 0 % N 4 4 f 4
33C C O cc 0 C c .. . N C 0N N r-.-, . 4. N N N N c

*330f IN C14 V %I( M 3.\3N mm a.0 :

tI -. 
: 0

r2 3: 4;c00C - I ,00 C4-. 
lf CWIni , MP C D 0r .:C :r 0CCCI , . "_ :0W1 _I_3u c

14II I nM nnrC' n'nM:I

C N- - 4- 4- N I Nm- I, 4 '33 U , U, c
i-33 . 7 4 T - 4 Z 4 Z - . 0 .- 0- _4 0 D M n i n I, I - -P - .'I .- .. I. ~ n o33 4 . N1 .4 1 N- - , p- L 4 3 ~ 4

10 4- r -a -Ca00 00 >C .cc0c 4-)0cc0c : 4- IIllcI~'l L c1 0; C.0 33 1~.14.P- U no04-ClOC4- 00 4-4- 0C .- n l, .4 0%3. 00 00 CC C, 031 0 ..i0 14. C 3 1.1.4.04.. 34'.3 . C 0 C C. 0 1- C 0 00 zC .. 0 c.-.4c 33-3.13-0 00. C'COCC0 c Ii C.110000001C104-V ury Nm N : N I: ~gil4 *4044 "94 * 0',4 A- M .43i (tMi M4 1 33 ) M 4InMMi -
I-. '3, L;" to4 ;If 

4- 4-4 4- 

1;c :-3-ccICC 000C 3 100OC4cCU0~~ 
00330

aw . w, C .C C lC 4l~. 0 10 1 4 4 114 4 1 1 10
.,I C1 4. 4 :o : u1. 

1: :r .1. 1 : 3 n a

0C3 . . . 1 .- . N 4 c N ' f c. f . . r r 4 t ~ r 4 4 4 4 4 4 . 1

110
.19j

C4I



4 q I 4 I n - r

.1 J 0 3 C )4 0 0 u '3 .4 - ~1) ) . 0 1- .0 0 -.5 0 '1, 0 -:11Il

-N N.'4 N m00 0 0 - I'03 ) II 49 o o o - C00 (

-4:.. . ..... ;.... ....:... ,

A4 4

w).4 0- aC0' I03,)0-.40 D 0 0t 0) 0 , 0 l 0 3o 0 * 0 ' o 0 01 0

• j,

Il) l I lli ! ! II I I , CI I I II) I l lIll
-I I I ,1 ,4 A : , 1 NJ N 4 , NJC "J 'm1 I0 a4C- D 1 -1 41. 4 fly V4 In n4 I M 143 t" 4.

,44 4, 'C' J0-C )44'C I C C4|) :Cii. ).} 14. )4-4 -4 -C - C fl4. I I 7"Q oI 3. o j. . ., o Do o 0 o Do o oDoDo

'I d I. . IL d i) j! !jII j t.1 1. e •j 11u I t Id A , U 11 •~ ' I• W Itw I d

IO 0 r)4C D Q44n n4A44CX 4 o 34 M) N) 4 o
4 T oo 1 .1 * *

. . . . . . . . . . . . . . . ,o- ....

I ,,qI,. J. C .C .- ,M In n 0,3 .. n J-4 -4 VJ .' 4 C, C . ,"

07:4-, 4,4) 4'4 ' D 11 13 ) Do 0 0 Co 0 o o 3. aCS D :1 z'

>4C ( '- 4 - , ") 1 C 4 ) 1 , V 0 04A)4 0 0 O 4- 0 q 0 0 'o " '0C IC .O :

. . ..... .-CC .C. . . . 0 ' C., -1 1

-. 3 CJ ' aC CCX a-4 00- 4 0 o a .(J) 0 o -f; ;; , a -u Cf Q 00 01C

0 4 .4' 10 0 - j4 D-4 -3 044 LJJJJ44.1 4 (4 1 ' 0 .o4O 0 0 0 0o o ) o 2 D 0 0 444

A.44< 34) 0~ : 0 ) "0 Co 0 O :O 4 o o 0 o 0 0 0 o C) .10 oC0

Ii,4 C Q:1) 3 )C 0 Co-joDo 0 ' 0)3 o 0 0 0 0 0 0 In 3 a o ) -c

7C C "1 C0C94CC',CCC 0 1-(1 CI ,Cfl Q,,Cs q) 0 a D 0 0 0 0o Do0 D0.D5DoCCo Q

. . ...... I......... ..... ........ . . . . . . ..

I0J 4'! V.4 '4- -- Z CZ. ' 'I o". 0 0 0 0 0 o 0 o 0 i 0 042 A

a c4.4<4.3 1 444)430 .Do 0C.0 0)o D9C o 01.' o 0 0 0 01 0 o 0))o.) D 1 cO

t I

4.4 1 11, *4CC U* IC *.IC ( .) CCCO.'C CC . X .C C .f! l 10 . N N' N N

Cl 
If

4, . 04 t 44 013.3 )1 )0 00230 0~4-~),C

uC A4 -- I4j f- j 4_ dI tI -1-D J II I t 911-1 jI

oI I 2 w 2)" I

4 I, ItJ444144'0 44 .14 11 1LtW
c'CC 1'0- o" - -" " L- . 1 1 1 1 1 4 4 3IC L) 03 441-1

L) 0~ 04D.z44 ,t 04. 4 .1] 01 0)C 0e 0 'xr- (wx- - -y -c I

4Cr..JL x xY I c wI CL U) v) (I , V)I-7.-4 C'w I, , W' .C nI j_ .- I.11~0 C' LLZ %I

C!' ' Cr rCCC' CII oC VC04N)' .CC UI 4$ -> 1 I 4-14- 'n t-m I 14 A- C)4 m .11)
A1, HC 4N 'A I -N ( -N N 1% m-nMm I I t

.1 .1) -C..C-144. 4. U. 44.'4 1 3 0-)4CCC44C441.( ~ '



a~~~~~v" caA(AICj'o.-.-.f..I-Aa.AI

V C:C (), C : I V I I

IL C.. -IN4N N P, M1 -.-P,:L I G: V 1 0 4 -. Nr f- ..'r 1 -4,x,(sC N L .r u 0c.0 c

li I . ~ C IL .4 - - - 'C C. C, C C , - - -C C cc C C r. C.C - -

U it to ~C~ I t'LI .I LJt . u -LILU.L I(It it UI;lIo I 1. .U Ljj I . JALI U.i L. U Lt It It L,LU.LA L I.U.

C50: CC. C. CcCC;CCc C. C.cCC'IIc cC:1. CC C C C CC Cfc(.c C. c
Il-c vc -rC uC C, I i a1r-- -N 1t' C C 1. U.O'. C, )LNr CC VC OCC I1 - o.

-c _ , C C C C.C COC CC cC C;_C CC C CC CC C C.CCC

1z C(:1 C! 1zCC, j 1cC.C1C *OWC C C. M C) C C (, .CmC'1 'CO

.1 ILIi
4 % 0, C. C CC C CC CCC C ' C CC CC C C. C C C, C. C C r. C L'.C C CC C C C

I- r- 1- 4''a' 4,-I C cC cC;C c !r 4 4 , - c cofc 0
C'.~ e It . It . It A A ~ * .. . . . . . . . . . It .

< < 0 0 ~C, C 0CCC C, C. CCC0C CC C C CC C 0CI C C :Cc. C',C cC

c- _.C Al. L.C IN NN N N 'N N AiC c ' c c ;C.( CC, c C : (A' C. 7 cC. VC .iC iCi

- - - . ;. jJ -- -

tat

U. UI- Lu 211- - W W. r- CF-- - o t 4. ' -r
I). o LL F- toLF- iF-IF-IF- U

< * I I- . .L ICucL. -L M. ., ItC. L
It 0. c1 :aI .0C o a1 1Z ,,-" . c ' ,r _ 4411

hiLM -c r-l , ftCL'l l(JdF C; - -0 -0C'0F-I)0 C0 .0c :C O0QCF_- ,j a C 40

i-n=1U C '. .C C. 0 C C~ C. :DA C- C.c I.;( 7C. C z1 A
LI. -. .-.I II. .~L i L .It- L .4 .O J . l. .4 . I

W ~ i 0.t CC. Iz 4 Cz CC (SC 9r..' 4~ 11 a' 4 t. M * mM ".mc oMm0'mm

too of -4

I 0

La,1 1.- 1. Ci L 1 . . a' C ls - ,'ti i 1 . C i ' A

If 0 Li ** Il. C;. .U. c- r- LL C. LL i ' I' ad IL a' 0

U. .1 L -131-LU. c



044 o4)C A42 ILA CA4214 k> oJ'4J. ij, CC) A C 10

A4.~ ,4,(C))0 4 4j . 4. j .) ) 
oO c4 

)4).)4 -.A C)C

-42'-. ~ ~ ~ ~ C .* IC) . ).C 4) 44)*Q4) C ).

0 U, ( NjI N1
, IN

41 r 4.0' d ,-

00 ,~(44 ) 0, lo )))l4) J4 J4)*0 0 U~ 0~ C03 jo0.

4.4A C.)))) C) 0) C). 2.0 (AN ~2~.- IS

.4) ) 0 C.. C) 00 C

o) C
01N, pC 4 )4C C) .4. 0. c. C)C ) 17) 0)2) C) 0 00 C) 0 a ) 0 ) 0 0)

C) 4) 0 'Ilal . t) 42 o)) 0000 000 )..40 CA ) 0 0000 C) C)00 0

4-4. ~4)44))0.4)004. C C244.CO)0. C))O. 04). 41

It r-:,4 jN44 -
C)o * 0 C .)r-)' 41 j(J-

=~~ 04k 0 o~
C44)44 ,2 .)4 44 4 4 4 'I (a .r l J 44 .rt'4 . 13 f)4 c I 0

' C) C> 1 04) 44 4' 0 - o 4 ()

4)1 ~ ~ ~ ~ ~ ~ 4 a4 )44 0 0 00 0 00000))0 0CC)) 00:n 0 (44' .1 4140 )4.0

32 as 'r.4.A.. .!'1. . . . . . .1.0."1.. . . . . . . .

4 4 4
) . . 444

I InInIn'N n I n

I) Ili I) NI4 I ) 1 .) I n I ) n

A41 I

04 . Ct ton 13 IL~4
u )44)444 2 , 24.*. -l)4)I'U *4) 4')

"D It-I 4 U.IsL4.L.I4.44.I<44U; "."

C LJ CA c1 cl CA40 21 1-'4' -" " 8- 0" it:']
.ie :r . IL J -. -. Al I*t'J ~ ~ W - I)

1' I A I 1 .1 A I - - 1 .t
042 CC 4) 440C.422)4 441444_442444044.4444)

ICf (1 ' t .10 C4 Q4 . ) N 'r4)1 4 ) '

o4 0 D-C.. - j J -

it I- I- It

It.3- - .N'MV (



I

TABLE 1

Relative Dose Rate Along Center of Street

Origin C ont r ibut ion Contribution
No Decontamination 50% Remnant

A 83.4% 49.4%

B 87.6.% 53.6 %
c 90.0 % 56.0%

D 83.4 % 49.4%

E 81.7 7a 47.7 %
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